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1. INTRODUCTION

This Environmental Assessment of the Proposed Oak Park
Village development has been prepared for submission to the
ﬂtMinnesota Environmental Quality Counci;1by the City of St.
- Louis Park as mandated by MEQC Regulation 25(b) (2) (jj) which
.}/ states that an Environmental Assessmegﬁ_shall be prepared

for:

Construction of a new or additional residential de-
velopment outside any Standard Metropolitan Statisti-
cal Area (as defined by the U.S5. Census Bureau) that
includes 100 or more units in an unsewered area or

4 500 or more units in a sewered area; or construction
of a new or additional residential development within
a Standard Matropolitan Statistical Area that includes
200 or more units in an unsewered area or 1,000 or more
units in a sewered area;

Oak Park village will include a maximum of 1,000 new
units in a sewered area of a Standard Metropolitan Statisti-
cal area.

Preparatiocn of this document represents but one small
portion of an extended, on-going process of planning and de-

sign of the project.
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IT. SYNOPSIS

PROJECT DESCRIPTION

The Housing and Redevelopment Authority of the City of
St. Louis Park currently owns and is attempting to market an
/ 80 acre parcel of property for development of 1,000 attached
residential units and 45,000 sguare feet of office space.
The development will support a maximum resident population
vof 2,240. The project will be adjacent to Louisiana Avenue,
between Walker and West 32nd Streets. The property is the
former site of the Reilly Tar and Chemical Company, which
was involved principally in coal tar distillation and creo-
sote impregnation. This process constituted an environmental
J/nuisance and ceased operation upon the initiation of legal

action by the Minnesota Pollution Control Agency and the City.

Considerable planning, on the part of City staff, community

residents and design consultants, has resulted in a comprehen~
sive site plan for the development, including five residential
parcels, two commercial parcels and 23 acres of open space.
In addition, the site has been cleared, graded and improved
with storm sewer. Soils on portions of the site were found
to be contaminated with creosote residue and an effort has
been made to purify them. Questions still remain as to the
chemical content of soils and groundwater, with analytic stud-
ies currently underway. The project, if fully developed, will
\ have a total market value of approximately {Ei;zﬂmi}}iqn. De-
velopment is expected to commence in 1976 and be completed by
11983.

ENVIRONMENTAL SETTING

The project will be located on a relatively flat parcel

of land with sections of structurally poor soils. Although
no natural bodies of water are present, one three acre man-
made pond is on the socuth-central portion of the site, with
another 1/2 acre pond just north of the site. The entire area
is within the Minnehaha Creek Watershed District.

000:2916
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Quality of groundwater in the area is currently quite
good, but the potential exists for contamination from creosote
residue left in the soils.

There is very little vegetation on the site and, there-
fore, little wildlife.

The pfoject will be situated in 5t. Louis Park, a mature
suburban community of 50,000, and will be served by all forms
of modern urban infrastructure.: There is sufficient capacity
in all the City service systems to accommodate the project.

The vacancy rates in St. Louis Park and neighboring com-
munities is quite low. Further, the availability of subsidiz-
ed housing and housing for the elderly is at a premium through-
out the Metrpolitan area. Therefore, the proposed development
is viewed as meeting a need, as it will provide a2 maximum of
1,000 units, 500 of which will be subsidized, with 200 of the
subsidized units designated as housing for the elderly.

ENVIRCONMENTAL IMPACTS

During the construction stage, the project will generate
impacts normally associated with site disruption, including
dust, fumes, soil erosion and ncise. Safety hazards inherent
in the presence of attractive nuisances will also be a fac-
tor, but a potential hazard peculiar toc this project is the
remote possibility of skin irritation from prolonged contact
with contaminated soils. All of these impacts can be miti-
gated.

The overall operational impact of the proposed develop-
ment will be favorable, in the form of increased housing op-
portunities, tax revenues and improved aesthetics. Addition-
al vegetation and wildlife will be introduced to the site.
Traffic impacts will be negligible. Some roadway noise prob-

lems may be encountered, but can be mitigated.

ALTERNATIVES

Alternatives considered include no project, housing of
greater or lesser density, commercial or industrial use. All
have been rejected.

00032917
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RECOMMENDATIONS

Two important questions must be answexed by an environ-
mental assessment; is the project under consideration of more
than local significance, and does the project have the poten-
tial for significant environmental effects? Based on infor-
mation reviewed, it is felt that, in the case of Oak Park

Although housing provided by Oak Park Village will be
open to anyone, settlement patterns would seem to indicate
that only those with an interest in the St. Louis Park area
(western-inner ring)} would choose to live there. Impacts of
the project will be felt only in its immediate environs. It
is, therefore, felt that Oak Park Village does not represent
an action of more than locﬁl significance.

A potentially serious problem exists concerning chemical
contaminants in the soil of portions of the site and areas to
the south of the site. Studies are currently underway to de-
termine the probability of those chemical compounds being in-
troduced into the groundwater and, hence, the area's drinking
water supply. This situation, undoubtedly, has the potential
for significant environmental effects. These effects, however,
would not be the result of the proposed project.

" The City of St. Louis Park and the HRA will time develop-

ment of the site to facilitate any curative actions prescribed
)# by MPCA or the Minnesota Department of Health in dealing with

this problem. All efforts will be made by the City to elimin-
ate any threats to their drinking water. It is not felt, how-
ever, that the preparation of an Environmental Impact Statement
on Oak Park Village would aid in that effort. Therefore, in
determining that the development of Oak Park Village does not
present the potential for significant environmental effects,

l it is recommended that no Environmental Impact Statement be

. required or prepared for submission to the Minnesota Environ-

mental Quality Council.




I11. PROJECT DESCRIPTION

IDENTIFICATION OF THE ACTION
The proposed Oak Park Village develcpment will be locat-

ed on an 80 acre parcel of land in sgg;h-central St. Louis
Park, Minnesota. §St. Louis Park is a western, first ring
suburb of the Minneapolis-St. Paul Metropolitan area (see
Figure 1). Land adjacent to Louisiana Avenue, between Walker
and West 32nd Streets will be involved.

Oak Park Vvillage will consist of a maximum of 1,000 resi-
dential units, in the form of apartments and attached town-
houses, and approximately 45,000 square feet of retail/office
space. Also included will be considerable private, semi-pri-
vate and public open space. Finally, the area will contain
a three acre pond, pedestrian and bikeways, driveways and a
minimum of 1,953 off-street parking spaces.

It has been estimated that Oak Park Village, at full de-
velopment, would have a maximum population of 2,240, for a
density of 28 persons per acre or 1,556 square feet per person.

A rather complete and comprehensive site plan has been
prepared for Oak Park Village ana efforts are currently under-
way to locate a developer(s) for the project. 1In addition,
the City of St. Louis Park has marketed $2.5 million worth
of general obligation redevelopment bonds to terminate obli-
gations with the U.S. Department cf Housing and Urban Devel-
opment, to provide funds for site improvements within the
project area, to provide monies for capitalized interest and
to pay administrative costs. The site has been cleared and
partially graded, and a new storm sewer system has been in-
stalled.

ANTICIPATED TIMING

In light of the fact that no developer({s) has, as yet,
been secured for implementation of the Oak Park Village plan,
it is very difficult to be specific as to the timing of the
project. The following table, however, illustrates the most
likely time frame:
' 000352919
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PROJECT BACKGROUND

The 80 acre location cof the proposed Oak Park Village
development served, from 1917 teo 1972, as the site of the
Reilly Tzr and Chemical Company and its Republic Creosote
works. The company was engaged in the distillation of creo-
sote from raw coal tar, and in the impregnation of wood pro-
ducts with creosote. Various types of lumber, pilings, and
railroad ties were treated, under pressure, thereby extending
the life of the wood by about 30 years. At its peak, the
plant employed approximately BS5 pecple.

The creosoting operation represented an environmental
nuisance, and potential hazard, to the St. Louis Park commu-
nity. Although no air guality monitoring was conducted, two
separate odor panels in 1969-71 concluded that air emissions
from the plant were objectionable. Although some filtering
took place, considerable raw inaustrial waste was introduced
into the soils and natural drainage ways on and adjacent to

50032921
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the site. 1In the mid-1930's, a municipal well was abandoned
as a result of the foul taste and odor of the water. It is
believed that this problem resulted from the presence of
phenols, a coal tar component, in the water.

Coal tar is one of the primary products resulting from
the destructive distillation or carbonization of certain kinds
of coal. Wood preserving oils (creosotes), road tars, indus-
trial pitches and pitch coke are residuals resulting from the
distillation cf coal tar. Over one-half of the distilled
coal tar is pitch and the next largest constituent of coal
tar is creosotes.

The Republic Creosote Plant in its 57 years of operation
has utilized both coal carbonization and coal tar distillation
in its manufacturing processes. Both processes have produced
similar and dissimilar organic compounds. Chemical journals
have identified 348 organic compounds thus far in similar
manufacturing operations.

Two of the major products produced at the old Republic
Creosote Plant and their major constituents are:

1. Road Tar is generally made by refluxing back a

soft or medium~-soft pitch with a mixture of wash
0il, drained anthracene 0il, and heavy oil to
meet regquirements of the specifications.

2. Creosote is a blend of oils formulated to meet
some specified requirements. Timber preservative
creosote is mainly a blend of wash o0il, drained
anthracene o0il, and heavy oil.

Wash oils are a2 mixture of various alkyl napthalene and
guinoline compounds and iscmers. Middle and heavy oils are a
mixture of phenol homologs, napthalene, acenapthene and flu-
orene. Anthracene o0ils are a mixture of phenathrene, anthra-
cene, chrysene and fluoranthene.

Many of the compounds produced during these manufactur-

ing operations have environmental health hazards associated

5000294<
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with them; many are toxic or presumptive carcinogens. Much

of the interest in polynuclear hydrocarbons (i.e. anthracene,

pyrene, chrysene, and fluoranthene) has arisen because a
considerable number of them have cancer producing properties.
Some of thege compounds are already under consideration in

a study to be conducted by the Nationél‘Academy cof Sciences
on recommended health-based maximum contaminant levels (Safe
Drinking Water Act - P.L. 93-523) due December, 1976.

In 1968, while investigating the site for a proposed
storm sewer system, City and Minnesota Pollution Control
Agency (MPCA) officials recorded a phencl concentration of
.09 milligrams per liter {(mg/l.) in the site's runcff. A
September, 1969 study, conducted by Hickock & Associates for
the City found phenols in scils, groundwater and City wells.
In September of 1970, the City and MPCA initiated legal ac-
tion against the Reilly Tar & Chemical Company to enforce
air and water pollution regulations. The case was settled
out of court when, in April of 1972, the Company agreed to
sell its 80 acres of land to the city and to cease all opera-
tions in St. Louis Park. The purchase agreement called for
the land to be delivered to the City with all structures,
egquipment and materials cleared from the site.

The City then contracted for a number of studies of the
site. The engineering firm of Orr-Schelen-Mayeron & Associ-
ates (OSM) undertook a feasibility and design study for a
storm sewer system to serve the site. They recommended ex-
cavation of the southern portion of the site to serve as a
ponding area. Because of its high phenol content, MPCA ruled
that spoil material could not be dumped or stockpiled off-
site. A University of Minnesota Soil Scientist, Dr. G. E.
Ham, was called in to assist OSM in the development of a
disposal approach. A program known as land farming was im-
pPlemented, whereby the contaminated soil was spread over the
non-contaminated portions of the site, fertilized and planted

o00UZ29L:
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grasses (oats, winter wheat, blue grass). Through microbial

action and aeration, the soils are rehabilitated. The Mellon
Institute was also enlisted in 1971 to use its sophisticated

testing capabilities in analyzing the City's water supply.

It found no measurable phenols. Finally, a comprehensive

soils and §roundwater investigation is currently in progress;

[conducted by Barr Engiﬁeering, to be completed by August,

| 1976.

Having purchased the 80 acre site, the City in June,

1973, sold it to the St. Louis Park Housing and Redevelopment
Authority (HRA) for development under the U.S. Department of
Housing and Urban Development's (HUD) Neighborhood Develop-
ment Program (NDP). The purpose of NDP was to eliminate
blighting influences on the urban environment and, through
a multi-level participatory planning process, promote scound
redevelopment practices. The City implemented NDP by funding
site improvements, such as the storm sewer system, commission-
ing consultant studies and organizing and conducting a neigh-
borhocd planning process. Community residents, on a number
of occasions, met. with HRA and City staff to develop and re-
act to wvarious proposals for the 80 acre site. Goals and
standards were set, schematics were outlined and finally, in
1975 the design firm, the HODNE/STAGEBERG PARTNERS was hir-
ed to participate in the development of the site plans for
QOak Park Village. A description of the selected plan fol-

lows:

PROJECT COMPONENTS

Oak Park Villabe will consist of a maximum of 1,000 resi-
dential units and 45,000 square feet of office space. The 80
acre site is divided into five residential development parcels
and two office parcels (see Figure 2). At maximum development,

the content of each parcel will be as follows:

0007329219
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TABLE 2

PROJECT COMPONENTS - OAK PARK VILLAGE

Parcel Off~-Street Market*
# Acres Content Parking Value
l 9.4 100 Townhouses 200 $ 3,000,000
2 13.1 100 Townhouses 400 $ 5,000,000
100 Apartments
3 5.7 100 Townhouses 400 $ 5,000,000
100 Apartments
4 3.3 200 Apartments 400 $ 4,000,000
5 7.5 300 Apartments 260 $ 6,000,000
6 2.1 25,000 sg. ft. Office 163 S 675,000
7 1.7 20,000 sg. ft. Office 130 $ 540,000
Totals 42.8 1,953 $24,215,000

*Based on the following averacge values: Townhouse $30,000/
unit; Apartment $20,000/unit; Office $27/sg. ft.

Cne-half of all the residasntial units will be subsidized
and made available to low and moderate income families and
individuals. Subsidization will likely be provided under
Section 8 of the Federal Housing Act, 1974. Approximately
200 of the subsidized units will be designated as housing
for the elderly.

All residential units will be attached, either in an
apartment format or in clustered townhouses, with the number
of bedrooms Varying to serve a yariety of family sizes. Park-
ing will be provided either under the residential structure
or adjacent to it in garage facilities. Private or semi-pri-
vate open space will be available to each unit, with all resi-
dential structures oriented toward the approximately 23 acres
of public open space separating the parcels and bisecting the
site. Amenities such as bluff lines, tree stands and the
ponding area will be highlighted. Due to their proximity to
existing residential areas, structures in parcels 1, 2 and
3, will be limited in height to four floors. Height in other
parcels will be limited only by floor area ratio standards
(0.7).

00032926
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Vehicular access to the site will be provided via three
cul-de-~sac entrance ways off of Louisiana Avenue to the east
and an extension of Pennsylvaria Avenue to the west. These
entrance drives will empty into parking facilities on the
site periphery. 1Interior site circulation will be available
to pedestriaﬁ and bicycle modes and linked with walk/bike-
ways to the west (Oak Hill Park) and to the pedestrian-bicycle
bridge crossing Louisiana Avenue to the east.

All services and utilities will be available underground
in dimensions sufficient to serve the development design pop-
ulation of 2z, 240.

The land, which is owned by the St. Louis Park Housing
and Redevelopment Authority, is currently being marketed for
development. The site may be developed either in total by
one concern, in single parcels by seven developers or in a
combination. A - residential market feasibility study had in-
dicated that rental apartment-type units would have the best
chance of early, rapid success in terms of occupancy. It is
therefore likely that parcels 4 and 5 will be developed first.
No developer has, as yet, been secured for the project.

The land value of the seven parcels is estimated to be
$1,109,000 or roughly $.56 per sguare foot. Actually, the
square foot value varies, depending upon potential use, pe-
tential intensity of devélopment, and location. The project
will have a market value of over $24.2 million upon comple-
tion, if developed to its maximum potential. A more realis-

tic assumption is 2/3 to 3/4 development.

RELATED PROJECTS

Two capital improvement projects recently undertaken by
the City that relate closely to the proposed development in-
clude the extension and upgrading of Louisiana Avenue and
the construction of a storm sewer systam to serve the site.

The Louisiana Avenue Project was begun in the late

1960's and is 3/4 complete. The project entailed wicdening

I1II-9



the roadway to two lanes in each direction (north-south) with
a boulevard divider. The rocadway now extends from Trunk High-
way #12 north to Walker Avenue and from Oxford Street to
Excelsior Avenue to the south. The final segment, Walker
Avenue to Oxford Street is scheduled for completion in 1978.
The storm sewer was completed in’ 1975, having been fund-
ed by Neighborhood Developm=nt Program monies. The system
eliminates on-site drainage problems that had been experienc-
ed, and expedites the removal of runoff to minimize leaching

through possibly contaminated soils.

500929285
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IV. A, PHYSICAL SETTING

TOPOGRAPHY

wWith three exceptions, the general topography of the
site is gently rising from south to nq;th, from a low of
890 feet mean sea level, to a high of‘900.3. The excep-
tions are a 6 1/2 foot knoll in the east~central portion
of the site and steep 15' embankments along the western and
north-eastern boundaries of the site. The low areas in the
south-central portion forms the storm=-water ponding area.
The site's north to south decline facilitated the discharge
of wastewater and industrial waste from the c¢reosote oper-

ation.
GEQOLOGY

Based on well drillers logs, Minnesota Geological Survey
scientists have determined the minimuﬁ depth to bedrock in
the City of St. Louis Park to be 50 feet. Drift thickness
on the proposed site is estimated to be 50-100 feet. The
first layer of bedrock encountered at that depth consists of
limestone, in the Platteville-Glenwcod Formation. This
limestone layer is estimated to be about 20 feet thick, and
is underlain by approximately 170 feet of sandstone in the
St. Peter Formation. About 40 feet of Dolomite, constitut=~
ing the lower Ordovician Prairie du Chien group, Supports
the St. Peter strata. ({See Figure 3, STRATIGRAPHIC COLUMN).

No active faults are known to exist in or around the
City. It is generally felt by Minnesota Geological Societv

5ci§233§ts tnat the St. Louis Park area is tectonicelly stable.
SOILS

Soil subsurface borings were conducted in December of
1969 to analyze soil types from the surface to a depth of ap-
proximately 25-50 feet indicated (following subsurface soil

description east to west, north to south):

2003292
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The eastern third is roughly from £he surface to a depth
of 25 feet, sand and gravel over three-quarters of the north-
south portion with the remaining south-eastern portion having
approximately 4 feet of £ill, loam top soil, cinders and tar
material all underlain by 20 feet of medium to ccarse sand
and gravel. The subsurface ground water level is at a depth
of 9 to 15 feet. ‘

The north-central portion of the site from the surface
to a depth of appreximately 13 feet is fill, fine sand and
gravel; the mid-central portion to a depth of 4 to 6 feet
is fill, fine sand and gravle; the south-central portion to
a depth of 3 feet is fill and fine sand followed by 10 feet
of peat and muck. All of the central porticn is underlain
with medium to coarse sand and gravel to a depth of 25 feet.
The subsurface ground water level is at a depth of 9 to 10.5
feet.

The north-western portion of the site from the surface
to a depth of approximately 7 feet is fill; the western cen-
tral half to a depth of 4 feet is fine sand and gravel; the
south~western portion is f£ill and fine sand to a depth of
approximately 4 feet. All of the above is underlain with
medium to coarse sand and gravel to a depth of 25 feet. The
subsurface ground water level is at a depth of 8.5 to 15
feet.

Soils on the proposed site represent a problem and an
important design consideration in two respects. First, the
chemical content of the soil in some portions of the site
has been degraded as a result of the operations of Republic
Creoscte Plant. Secondly, the structural and stress capa-
bilities of the soil on certain pcrtions of the site are
rather poor.

Chemical Contamination - The coal tar distillation and

wood impregnation process carried out on the site from 1917
through 1972 resulted in the discharge of water distilled

oU032921
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from raw coal, tar and other wastes from the handling of the
raw material and the finished material. This discharge drain-
ed south, to the natural ponds south of Trunk Highway 7. As

a result, phenol or carbolic acid was deposited in varying
concentrations in the soil

Soil Boring and analyses conducted in April of 1971 in-
dicate that the presence and concentrations of oils in the
soil were highest in the surface 2 feet in the south-central
portion of the site (7%) and particularly in the former pond-
ing area, south of the site, between Trunk Highway 7 and
West Lake Street. Concentrations there ranged from 6% at
the surface to 8% at a depth of 25 feet.

Soil beorings and analyses conducted in February of 1974
indicated concentrations of oil and phenol in the ponding
area, between Trunk Highway 7 and West Lake Street, which is
south of the subject site, of 115,000 mg/kg o0il and 91.4 mg/kg
phenol; while 150 mg/kg (minimum) to 27,000 mg/kg (maximum)
0il and "not detectable” to 15.5 mg/kg (maximum)} phenol was
found at 20-60 feet.

Soil borings and analyses conducted in December of 1974
indicated concéntrations of oil and phencl in the ponding
area on the southern portion of the site as 390 mg/kg (mini-
mum) to 28,000 mg/kg (maximum) oil and <0.1 mg/kg (minihum)
to 1.4 mg/kg (maximum) phenol from a depth of 1/2 to 3 1/2
feet; 346 mg/kg (maximum) to 5,630 mg/kg (maximum) cil and
0.2 mg/kg (minimum) to 0.3 mg/kg (maximum) phencl from a
depth of 5 to 8 1/2 feet: and 310 mg/kg {minimum) to 4,190
mg/kg (maximum) oil and <0.1 mg/kg (minimum) to 29 mg/kg
{maximum) phenol from a depth of 10 to 13 1/2 feet.

The problem inherent in assessing the potential health
hazards associated with these creosote o0il depcsits has been
a lack of gualitative and quantitative information regard-
ing specific organic creosote compounds included in these
0il deposits. The phenol concentrations in proportion to

the 0il concentrations at the various sites and depth
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described above, indicate a need for more specific chemical
information regarding these deposits. The chemical infor-
mation sought should address and answer qualitatively and
guantitatively the organic compounds in these deposits, the
rate of leaching, extent of leaching and the potential health
hazards, as well as the extent and degree of contamination.

There is a need for more conclusive information describ-
ing the organic compounds present, their concentrations and
potential health hazards (toxicity, carcinogenicity, etc.)
to ground water and city drinking water. Additionally, the
health dangers asscciated with excavation and removal of sub-
surface soll containing hazardous crecsote compounds should
be known if these 0ily wastes are determined to be potential
groundwater and agquifer contaminants.

Barr Engineering Company is presently engaged in a soil
and groundwater study on and around the subject site. Phase
I of their two-phase work plan is presently being conducted
to collect data on the vertical and lateral extent of the
creosote wastes to provide input into predicting future im-
pacts on groundwater quality. Additionally, analysis of in-
organic and organic parameters at selected locations will be
performed to determine potential problems, if the groundwater
migrates from the area and into surrounding chlorinated water
supplies. Measured indicator parameters in soil samples will
be used to determine creosote waste in the soil, and to de-
velop a water quality monitoring program for the study area.
Phase I is planned for completion by mid-May.

Phase II will measure the effect of creocsote waste de-
posits on surficial and bedrock groundwater systems, define.d]
the interaction between surficial groundwater system and
underlying bedrock aquifers and finally predict the future
impacts of creosote deposits on groundwater guality. This

—_—

phase is planned for completion by August 1976.
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The City of St. Louis Park has been assured by MPCA of-
ficials that Barr's study will address and answer the ques-
tions regarding the types of organic creosote compounds, their
concentrations and extent of their movement, all of which are
necessary to assess future health hazards.

Structural Capability - A total of 23 soil borings were
taken in the £fall of 1969 to indicate the general foundations
over the site relative to establishing property values and
for use in a preliminary evaluation of foundation conditions
for industrial buildings. Figure 4 shows the location of these
borings and the eight subsequent borings taken to investigate
the location of Louisiana Avenue and determine the percent of
0oils in the soils. Soil Engineering Services, Inc. position-
ed the borings over a grid pattern approximately 350 feet in
the north-south direction and 400 feet in the east-west direc-
tien. |

Generally, the site can be segregated into three areas,
and analyzed as follows:

1. The central section (unsuitable to fair conditions
on 50 perxrcent of the site) =-- The soil consists of
up to 20 feet of organic or soft cohesive materials
in place.

2. The east and west sections (good to excellent con-
ditions on 50 percent of the site) -- The soil
consists of limited depths (5-10 feet)} of organic
materials.

After analyzing the logs of the 31 borings, consulting

architects made the focllowing recommendations:

Depth of Organic Site Site

Soil Suggested Foundation or Poor Soil 3 Acres
Ax* excavate and backfilil 0 - 5 feet 31.7 25.3
B probable potential 6 - 10 feet  19.1 15.3

excavate pilings
o probable pilings 11 - 15 feet 27.1 21.7
D pilings 16 - 20 feet 22.1 17.7

*Letter reference keyed to Figure 4.
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The City requires soil borings prior to any construction.
Therefore, complete and detailed soils information will be

known, by site, for each of the proposed structures.

GROUNDWATER

The depth to water table on site ranges from 8 to 15
feet. The first agquifer is locaied in the St. Peter strata
at a depth of approximately 95 feet. The Jordan-Prairie du
Chien group is found at a depth of 260 to 504 feet. It is
from this aguifer that a portion of the City's municipal wa-
ter supply is drawn. The next major aquifer is the Mt. Simon-
Hinckley, providing water for municipal users as well. This
strata begins at a depth of approximately 832 feet.

Based on Minnesota Department of Health municipal well
monitoring and analysis results, the guality of water in the
Jordan and Hinckley strata in St. Louis Park “is quite good.

Most of the compounds associated with creosote waste are
water insoluble. The behavior of the creosote organic wastes
in natural groundwater and aquifer systems is regulated to
a large extent by the interaction of the organic waste with
the natural organic polyelectrolytes, such as humic acid
salts. Natural organic polyelectrolytes are some of the most
active components of natural soil-water systems entering into
physical and chemical reactions with many other components
of the system. Some of these insoluble creosote wastes could
also enter in chemical reactions with natural organic poly-
electrolytes. Insoluble pesticides, such as DDT, have been
shown to solubilize with soluble humic acids.

It is not known at this time whether any of the water
insoluble creosote compounds (particularly polynuclear com-
pounds) have entered the groundwater. It is. hoped that this
will be determined by the Barr Engineering study.

Barr Engineering is analyzing inorganic and organic para-
meters at selected locations to determine potential problems.

00022926
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Their emphasis will be placed on predicting the guality of
groundwater in the general site and at points of groundwater
use.

It was the understanding of St. Louis Park City officials
that the Barr Stucdy would be completed to an extent sufficient
to determine curative approaches to the' possible soil and
grouﬁdwater problems by January 1976. This would have per-
mitted consideration of study data and recommended actions
in the preparation of this environmental report. It now ap-
pears that the Barr information will not be available until
August 1976.

The City of St. Louis Park has expressed its commitment,
through its senior officials, to take action deemed neces-
sary to eliminate the threat of contamination to groundwater
in or around the site. The City intends to continue to work
closely and in good faith with the Minnesota Pollution Con-
trol Agency and the State Department of Health toward that

end.

CLIMATOLOGY

Weather in the Twin Cities Metropolitan area is charac-
terized by rather long, severe winters and warm, humid sum-
mers. The mean annual average temperature is +46°F, _
with January the coldest month (+15°F) and August the warmest

{(+73°F). The area averages approximately 26.7 inches of pre-
cipitation annually, with June the wettest month (approximate-
ly 4.2"). and January - February the dryest (.8"/month). Winds

in the area are predominantly from the southeast and northwest.

AIR QUALITY

Sources of air pollutants in the area surrounding the
proposed site include industrial activity, various major
streets and, indirectly, retail shopping nodes. The lMinnesota
Pollution Control Agency recently removed one of its sulfur

dioxide monitoring devices from St. Louis Park, due to a lack

S PA R
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of any measurable quantities of SO2 in the air. Inasmuch as

all roads in the area are paved and most ground surfaces are
vegetated, airborne particulates do not present a problem in

and around the proposed site. A 1975 air quality report*,
prepared for the Louisiana Avenue extension project, estimat-

ed the current (1975) carbon moncxide  (CO) reading at the
southeastern corner of the proposed site to be 50.8 tons per |~
year or .24 parts per million (ppm}. This is well below

the MPCA standard for CO of 9 ppm.

SURFACE WATER

Four bodies of surface water are in the vicinity and
will be affected by the proposed development. They include
the three storm water storage and settling ponds included in
the storm sewer system (see Figure 7), and the Minnehaha Creek.
The proposed site is situated in the Minnehaha Creek Watershed
District.
The three ponds are man-induced storage and settling
bocdies, located in low areas. The ponds are considered man-
made waters by the Minnesota Department of Natrual Resources.
No water guality data is available for gﬂgse ponds. '
The Minnehaha Creek is listed as atsiggé ZBistream by 'LT_
the Minnesota Pollution Control Agency. That classification t
is defined as follows:

The quality of this class of interstate waters of the state
shall be such as to permit the propagation and maintenance
of ecool or warm water sport cr cormercicl fishing and be
suitable for aquatic recreation of all kinds, including
bathing, for which the waters ray be usable.

Nc recent monitoring has been conducted on the Minnehaha
Creek and, therefore, meaningful water gquality data is not

available for this stream.

*Louisiana Avenue & Highway 7, Air Quality Report, St. Louis
Park, Minnesota (1975), Bather, Ringrose, Wolsfeld, Inc.
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VEGETATION

The Oak Park Village site is somewhat limited in natural
vegetation with the exception of a stand of trees, known as
the knoll, in the southern-central portion of the site and
scattered trees around the perimeter of the site. An oak-
woodland and thicket is found on the 30:-to 40 foot grade
along the western boundary of the site. The composition of
this oak-woodland is burr oak, red oak, an occasional silver
. maple, and a box elder. The undarstory thicket consists of
greenbrier, hawthornes, currant and gooseberry. Smcoth sumac
and an assortment of commonly occurring weeds including cockle-
bur, pigweed, ragweed and grasses (foxtail and brome grasses)
is found in the openings where sunlight can reach the ground.
Near the base of the grade along the western edge of the site,
large and very mature cottonwood trees are found. These cot-
tonwoods range in height from 50 to 60 feet.

The stand of about twenty trees in the central portion
of the site, on the knowll, consists of red pine, silver maple
and several other trees. Another stand of scattered trees
is fouﬂé'in the nortﬁwestern portion of the site - these are
red ocaks and cottonwood, and some occasional smooth sumac.

The western half of the site is currently being land-farmed

in a winter wheat crop. The eastern half of the site had re-
cently been graded and is virtually void of any kind of vege-
tation. Along the road which parallels the eastern edge of
the site is a ditch, where cormmonly occurring weeds and wild-
flowers are found. The species include gumweed, ragweed, Rus-

sian thistle, sunflower, pigweed and beggars tick.
WILDLIFE

Wildlife is virtually abszent from the site, with the ex-
ception of mobile species; predominantely birds. Killdeer and
sparrows were noted on the field trip, in addition to some
robins. Any other terrestrial species would likely not be
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found because of the site's current disruption. The nesting

habitat for birds is limited to the woodland along the western
boundary of the site and, to a minor degree, the knoll area

in the central portion of the site.



Iv. B, CULTURAL SETTIMNG

POPULATION

It has been estimated by the Matropolitan Council that
the City of St. Louis Park has a current (1875) population
of approximately 49,650. City officials agree that the cur-
rent figure is in the area of 50,000. Table 1, below, pre-
sents trends in the City's population growth and includes
Metropolitan Council population projections, as promulgated
in April 1975:

TABLE 3
POPULATION TRENDS CITY OF ST. LOUIS PARK:

1640-2000
Year Population Percent Change
1940 ' 7,737%* -
1950 22,644* +193%
1960 43,310* +91%
1970 48,883* +13%
1980 49,500** +1%
1950 48,400** -2%
2000 47,900** -1%

*7.S5. Census
**Metropolitan Council

It should be noted that in 1972, Metropolitan Council projec-
tions for the City reflected a steady rise in population to a
figure of 55,000 by the year 2000. This demonstrates the gen-
eral degree of uncertainty experienced in forecasting Metro-
politan area growth rates. It is the contention of City offi-
cials that the population will approach the City's ultimate
holding capacity, estimated to be aprproximately ggipgo, by

the year 2000. Based on current cost trends in areas such

as energf; gfansportation and the delivery of urban services,
it would seem reasonable to conclude that an establishecd com-
munity, such as St. Louis Park, would likely attain full de-

velopment potential. Population growth will, of course, be

! : 00072941
IV-13



founded on a number of unforeseeable and freguently uncontrol-
lable facteors. Therxefore, a projected population range of
50,000 to 60,000 for the year 2000 would seem most workable.

The makeup of the City's population, as of the 1970
Census, is partially illustrated in the Figure 5.

Eight -percent of the total population in the City is
over 65 years of age, while 42% are under 25. In terms of
ethnicity, 99.1% of the community is white, 0.2% is black,
and 0.7% other. The density of.the City (persons per resi-
dentially zoned acre) is 10.93 persons per acre.

Eﬁ_}sjq, the City had a total labor force of 22,534 peo- -
ple. Of that fiqure, 20,127 or 89.3% worked in Hennepin County.
This would seem to indicate that, in St. Louis Park, residen-

tial selection is based strongly on place of employment.

The per capita income in S5t. Louis Park in 1970 was
$4,272, with a median family income of $12,483, $801 higher
than the Metropolitan area median of $11,682. Families with
income below the poverty level accounted for 2.3% of all fam-
ilies in St. Louis Park, while those with incomes greater than

$15,000 per year represented 33.1%.

TRANSPORTATION FACILITIES

Roadways - (See Figure 6). The City is directly served
by four components of the Metropolitan highway network; U.S.
Route 12 an east-west roadway, parallels the City's northern
border; U.S. Routes 169-212 serve the southeastern portion of
the community; County Trunk Highway 100 transects the community
on a north-south axis; and County Trunk Highway 7 runs east-
westerly through the city, passing just south of the proposed
development site.

The street system in the older sections of St. Louis Park
are aligned in basic grid pattern, with modifications for na-
tural or cultural barriers. Major thoroughfares in the vicinity
of the site include West Lake Street, Minnetonka Boulevard,
Texas Avenue and Louisiana Avenua. The transportation focus

20002912
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age groups
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23264 47.6 % 52.4% : 25619
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of the pfoposed development will be toward the newly extended
and improved Louisiana Avenue. This four-lane boulevard will
serve as the City's chief north-south corridor when completed.
A southern section is scheduled for construction in 1978. The
portion adjacent to the proposed site is complete, with a ve-
hicular avefage daily traffic (ADT) capacity of 26,000. The
current volume (ADT) is 1,300, based on recent (1976) counts.
—_—
This figure is misleading, howeaver, as volumes are expected
to increase to 15,600 ADT upcn completion of the southern
section. Volumes and capacitises on roads potentially serving
the site are as follows:

TABLE 4
ROADWAY VOLUMES AND CAPACITIES
: ADT - 1976
Roadway - Current Volume Capacity
Louisiana Avenue 1,300 26,000
Walker Street 2,800 6,000
West 31lst Street B850 4,000
Highway 7 22,900 34,400
W. Lake St. (N. of T.H. 7) 7,200 10,800
W. Lake St. (S. of T.H. 7) 660 4,000

It is likely that Pennsylvania Avenue will also be effect-
ed by the proposed development. This is a 30' wide interior
street on the southwestern border of the site. No volume or
capacity figures are availabkle for this roadway.

Bus Service - The Metropolitan Transit Commission will

provide bus service to the prodosed development, with buses
routed along all major thorouchfares in the vicinity of the
site. Of prime importance is the fact that service will be
available from Louisiana Avenue on bus route number 36. This
will provide transportation, either directly or through trans-
fer, to all points of interest in the Metropolitan area.

20032910
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Pedestrian and Bikeway - The City's Comprehensive Trails

Plan calls for the proposed development site, as a portion of
its public open space, to serve as a link for both pedestrian
and bikeway routes. The site will connect the 0Oak Hill Park
and Agquila School Routes with the public library/high school/
junior high area. A c0mbination'pedeéifian-bikeway bridge is
already in place, crossing Louisiana Avenue.

Fixed Rail Rapid Transit - It is the feeling of City of-

ficials that the currently under-used Chicago Milwaukee Rail
line may soms day serve as a mass transit corridor, linking
the western suburbs with the Minnearolis and possibly St.
Paul central business districts. This possibility has been
proposed to the Metropolitan Transit Commission and is cur-
rently under advisement. The rxrail line is located approxi-

mately 1/4 mile from the proposed site.

SERVICE AVAILABILITY TO THE SITE

Potable Water - The City of St. Louis Park draws an ave-

rage of 7 million gallons of water per day from the Jordan
and Hinckley strata via 21 deep wells, located throughout the
City. There are no City wells on or adjacent to the proposed
site. The water conveyance system has a capacity of 26 mil-
lion gallons per day. Recent Minnesota Department of Health
analysis of the City's drinking water has found it to be of
very high quali@y. Should certain compounds, possibly in the
site's soils as a result of the creosoting operation, leach
into the aquifer, the water guality could be degraded to an
undesirable level.

The proposed site is served by 12 inch water mains paral-
leling its north, east and southern borders. Water in the
pipe has a constant pressure of 62-63 pounds per sguare inch
{psi). The pressure has been approved by fire insurance un-
derwriters, according to City engineers.

Sanitary Sewer - Sanitary sewage from the City of st.
Louis Park is carried via the Metro?olitan Waste Control Com-

mission's Highway 12 and Minnsapolis interceptors to the sewage

20032916
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treatment plant at Pigs Eye Island in St. Paul. The plant
Provides secondary treatment before discharging effluent into
the Mississippi River.

The proposed site will be served by lateral lines extend-
ing from the 12 inch trunk lines on Walker Street and West
32nd Street. These pipes each have a capacity of 787 gallons
per minute (gpm) and are currently handling 98.4 gpm each
during peak periods.

Storm Water Sewer - In an effort to minimize leaching

of storm water through the possibly contaminated soils on the
proposed site, a comprehensive storm water drainage system

has been installed. The system consists of two ponding areas,
18,200 feet of buried pipe and a small lift station with treat-
ment capabilities (see Figure 7). 1In addition to the proposed
site, the system will alsc drain approximately 470 acres to

the north,‘east énd west of the site.

The two ponds included in the system are lined with 30
@21 polyvinyl chloride to preclude any seepage of groundwater
into the ponds. 1In addition, the ponds will allow for settl-
ing of any sediments in the accumulated storm water. A third,
existing ponding area to the north of the proposed site will
be incorporated into the system.

The various ponds are interconnected and fed by a network
of underground reinforced concrete pipe, with widths of 21" to
60". The site and surrounding area drains, via the pipe net-
work, to the pond in the southern portion of the site. When
that pond attains a predetermined elevation, excess water is
discharged and flows via pipe under Walker Street and Trunk
Highway 7 to the ponding area south of the highway. When that
pond achisves the appropriate elevation, the excess water is
injected with chlorine dioxide and flows to the lift station
adjacent to the Minnehaha Creek, where it is injected with
sul fur dioxide and discharged into the creek. The chlorine

is added to react to and eliminate any phenols in the storm

000329.17
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runoff. The sulfur performs the same function cn any remain-
ing chlorine.

The City was issued an NPDES permit by the MPCA for this
storm sewer system in April of 1975. The permit reguires a
rather stringent monitoring program and has established the :]
discharge standards, as shown in Table '4.

Discharge monitoring and analysis is expected to begin
by mid-April, 1976. At that time, the effectiveness of the
treatment system will be determined. The NPDES permit pro-
vides for the diversion of storm water to the sanitary sewer
system if analysis indicates that standards are not being met.
St. Louis Park is committed to adhering to the stipulations
in the permit.

Solid Waste Collection - A contract is maintained by the

City with private haulers for the collection of solid waste
from single and duplex residential units. Multi-family units,
such as those proposed for development on the site under con-
sideration herein, must contract separately with a private
hauler. This, then, will likely be the responsibility of the
development's operator/managers. The majority of St. Louis
Park's solid waste is disposed of at the Flying Cloud Sani-
tary Landfill. This facility has an existing capacity of
2,407 acre feet and an expected life of roughly 5 more years.
Police Protection - The City is divided into four police

districts, with each district assigned a police car, manned
by one officer (24 hours a day, seven days a week), and a
rescue wagon. The wagon is equipped with first aid and re-
suscitation eguipment. All police personnel are trained in
first aid.

Response time to a call for assistance is never over two
minutes according to City personnel. The police station is
located in City Hall, approximately 2 miles from the proposed
site.

Fire Protection - Two fire stations are staffed with four

man crews, 24 hours a day, seven days a week, to serve St.

50072919
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TABLE 5. NPDES Permit PART 1
A.  EFFLUERT LIMITATIONS AND MONITORING REQUIREMENTS

* 1, During the period beginning on the effective date of this permit and lasting until Decenber 31

is authorized to discharge from outfall serial number 001,
Such discharges shall be limited and monitored by the Permittee as specificd below:

EFFLUEHT CIARACTCRISTICS

F]ou M /Day (MGD)

Flow in Minnchaha Creck-M /Day (MGD)

011 and Grease

DISCHARGE LIMITATIONS

Spccify Unit
Honthly Avq.

S

Permit Ho:

M 0045429

, 1979 the Permittid

MOHITOREIG REQUIREMEINTS

1

10mg/1

Total Chlorine Residual -

Phenals

Quinane

Zinc

Cadnium
4 .t
: qup(l -
J.‘I!clzcl C
> Lead - &

Armonia (as M) ;5
Benzo- & -pyrenc &L

o
Chryscene b
Bon,.

ToLul Su’ande Solids

Turbidity _
Fecal Coliform

The pHl skall not be less than 6.5 nor grecaler than 8.5

These upper and Tower limitations are not subject to averaging and shall be met

1t 20200020001 1

.5+ B mg/l
01 + B mg/
04 5 B my/l
0T 4718 mg/
12 4 8 mg/
03 + B my/l
01 4 B mg/)
.52 4+ B mg/l
.03 + B mg/1
0+ B mg/l

15mg/1
0.Tmg/1
0.1/ 1
0.2mgy/1
1.0mg/1
0.2mng/1

0.5mg/Y .

2.0my/)
1.0mg/1
2.0mg/
O.O]IL.Q/]
0.01,.9/1

P |

Contlnuous
Continvous

Daily
Daily
Daily
Dﬂi]y

, Heekly

Heekly
Heelly
Heclily
Heekly
Heekly

Honthly

Honthly
Weekly
Heekly
Weekly
Heckly

and shall be monitored by daily grab sample.

at all times,

There shall be no discharge of {loating solids or visible foam in othaer than trace amounts.

Da11y 10La1 F]ow
Daily Totel Flow

Greb

Grab

Grab

Crab

Grab

Grab

Grah’

Grab

Grab

Grav

Grab

Grao

Grab

Grab

Grab

Grab

The discharge shall not contain oil or other substances in amounts sufficient to creale a visible color film on the
surface of the receiving waters,

Sampics Laken in compliance with the monitoring requircments specified above shall be taken at the following locatien:
at a point representative of the discharge Lo the Minnchaha Creck.

*See Other Requirements Part I, 8. 6. for compulation of # valuc for {he specificd parameters.
Parimes okall be applicable as the maximum permissable crrluan concenbration except when Lhe Daily Haximen value is

nore slringent,

The Varia

ble Daily

ln Lhr event Lhat adequate haclqround moniloring is nol done lo determine a vatue for I as defined in Fert T 6.
. owalon shall be considered ecaual Lo zervo,

st b e



Louis Park. The proposed site lies nearly equidistant from
the stations (1 mile plus).
The fire department has six vehicles, with a maximum
85 foot ladder height and a total pumping capacity of 5,250
gpm.
The Department is augmented by a‘relatively small velun-
. teer staff and the fire departments of neighboring communities.
Health Care Facilities - The four hundred plus bed
Methodist Hospital is located in St. Louis Park and, with the
completion ¢of Louisiana Avenue, will be about 1/2 mile driv-

ing distance from the proposed site. The City is also the
location for five nursing homes. It should be noted that, in
reality, the residents of St. Louis Park are able to take ad-
vantage of the many and varied health care services and faci-
lities located throughout the Metropolitan area.

Recreation. Facilities - In addition to the park land to
be dedicated on the proposed site itself, three outdoor active

and passive recreation areas lie within very close proximity:
- Oak Hill Park, a 24.6 acre multi-purpose facility
will be directly linked to the site via bike and
pedestrian ways. o
- Walker Field, a 3.68 acre athletic field, is also
adjacent to the site, a2t its sou;hwestern corner.
- Freedom Park, a playground of 22 acres, is three
blocks west.
Indoor recreation is available through the "lighted
schools" program, as well as through the many health and ath-

letic clubs in the Metropolitan area.
SCHOOLS

Total enrollment in the St. Louis Park School District
(District #283) is currently 7,974, down nearly 30% from its
1964 peak of 11,200 students. As a result of this decreasing
enrollment, tE;;é elementary schools have been closed, with

one being razed, one is now devoted to community education
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and one is vacant. Projected total enrollments for the

school district are as follows:

1976-77 - 7,569
1977-78 - 7,027
1978-79 - 6,332
1979-80 - 6,029
1980-81 - 5,650

The proposed development will be served by Park Knoll
Elementary School, Central Junior High School and St. Louis
Park Senior High School. Some information on these facili-
ties follows: |

Central St. Louis
Park Knoll J.H. Park H.S.
Structural 0old,

Condition Very Good but good Very Good
Capacity 550 1,400 2,450
Current

Enrollment 501 1,152 2,088
HOUSING

The following table pressnts an overview of the type,
gquantity and quality of housing in the City of St. Louis Park.
This information has been derived from the City's 1976 Housing

Assistance Plan:

Owner- Rental-
Total Tvoe Type
Number of Units 17,511 12,069 5,442
$ Vacant 2% 1.5% 3.0%
% Substandard 3.8% 2.7% 6.2%
% Rehabilitatable 3.7% . 2.6% 6.2%

The plan identified a need for all subsidized housing units,
309 of which should be suitable for elderly or handicapped
occupants. Toward meething this need, the City has set as a
goal for 1976, the construction or rehabilitation of 340
units (165 elderly). The kevx to mszeting this goal, according
to the plan, will be the implementation of the proposed OQak
Park Village Development. ‘
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In the fourth quarter of 1975, the City of St. Louis
Park had a vacancy rate on all types of housing of only 1l.6%.
The vacancy rate for single family units is 0.6%, while the
rate for multi-family dwellings is 4.3%. This low vacancy
rate, coupled with the substandard rate of nearly 4%, indi-
cates a need and probable demand for housing in the community.

As stated in the Project Identification section of this
documant, St. Louis Park is situated in the first ring of
western suburbs. Other communities in that sector include
Golden Valley and Hopkins. It seems appropriate to consider
these communities (St. Louis Park, Hopkins, Golden Valley) as
the logical market area for the proposed development. In
other words, anyone considering residing in St. Louis Park
would also consider Hopkins or Golden Valley. Vacancy rates
in Hopkins and Golden Valley are also relatively low, 3.8 and
0.7 respectively, indicating that the demand for the proposed
develcopment will likely extend throughout its market area.

Demand in the Metropolitan area for subsidized units was
illustrated recently when operators of the South High Housing
Develeopment in Minneapolis received more than 1,200 applica-
tions for the 212 apartment and townhouse units renting for
$83 to $180. The proposed development will provide up to 500

subsidized units.

LAND USE AND ZONING

A general summary of land areas, as zoned, in the City of
St. Louis Park is as follows:

- Single family residential area (3,687 acres) accounts
for 55% and is 96% developed.

- Multi-family residential area (863 acres) accounts for
12% and is 84% developed.

- Commercial area (345 acres) accounts for 5% and is 80%
developead.

- Industrial area (1,934 acres) accounts for 28% and is
53% developed.

00032303
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The proposed site is currently completely vacant and idle.
It was recently rezoned from Industrial to a Planned Unit
Development (PUD) zone. This will permit the City to direct
future development of the site in accordance with the exist-
ing Oak Park Village Site Plan.

Figure 8 presents generalized land use for land sur-
rounding the proposed site. Directly adjacent to the west-
ern border of the site is public open space. Single family
residential usé occurs to the north and northeast. Property
east and south of the site is occupied primarily by industrial
uses. It should be noted that the City's public library,
senior and junior high schools are in rather close proximity
to the site's eastern boundary.

Zoniné in the areas surrounding the site conforms rather

closely to existing land use.

TAX INFORMATION

The total markeﬁ value for all property in the City of
St. Louls Park for 1976 has been estimated by the County As-
sessor to be $579,529,805. The total assessed value is approxi-
mately $215,0%7,24l. The City is a net receiver under the
Fiscal Disparity Program, as illustrated by its impact on the
1975 Budget:

Taxable Value -

City

Personal Property $ 4,158,014
Real Estate 195,228,088

Area-Wide Allocation

Contribution to pool $ (1,817,944)
Distribution from pool 2,708,521

Combined Value $ 200,276,679
Property taxes on land in the City are paid based on the

following (1276) mill rates:

00092954
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Hennepin County 28.248

School District 283 50.864
City of St. Louis Park 14.920
Special Districts* 3.027
Vocational School 2.759

Minnehaha Watershed o
District .115
Total 899,933

PLANNING AND DEVELOPMENT CCNTROLS

St. Louis Park employs a planning director with a staff
of 2 professicnals and up to 5 support personnel. This staff
works in conjunction with various city-wide advisory groups;
Board of Zoning Appeals, Environmental Improvement Commission,
Housing and Redevelopment Authority and the Planning Commission,
as well as a number of neighborhood and community groups.

The City maintains the following development control in-
struments; zoning ordinance, subdivision regulations, housing
and building code and a comprehensive plan.

Planning for the proposed development has been undertaken
by the Planning Commission, the HRA and wvarious neighborhood
groups. rlans have been further refined through consultation
with pri--tce design firms.

The M-tropclitan Council's development policies and guide-~
lines have alsc served as a planning consideration in the con-
ceptualization of the proposed development. These policies
encourage growth (principally residential) in those portions
of the Metropolitan area currently served by the basic infra-
structural components necessary for modern urban life (i.e.

water, sewer, roads, etc.).

*Metropolitan Council, Mosguito Control Commission, Metro-
politan Transit Commission, Park Museum.

00032956
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V. ENVIRCHMENTAL IMPACTS

CONSTRUCTION PHASE -~ PHYSICAL IMPACTS

Site Disruption

The site, as currently constituted, is barren and some-
what lacking in ground cover. General construction activit-
ies, includeing excavation and grading, will result in scme
further disruption of the projeét site. Inasmuch as develop-
ment will likely be phased, only certain parcels will be
effected at any given time. Soils will be exposed to erosicn
from wind and rain. Although any existing ground cover will
be eliminated, plans call for the retention of all existing
trees. The effects of disruption will be short-term, ceas-
ing to exist once the site is landscaped and reseeded.

According to site plans, the disruption of the site
will not include any major alteration of the topography or
existing natural amenities. For instance, the tree covered
knoll in the south central portion of the site will be retain-
ed.

The degree of excavation will be less than might have
been expected as no basements will be included. Due to soil
conditions and a relatively minor depth to water table, pil-
ing will be employed.' The number and depth of pilings will
be determined on a structure by structure basis. It is ex-
pected that timber piling will be used.

Air Quality

Construction activities will impact upon local air gqual-
ity in two ways: as the result of emissions from internal
combustion engines on construction eguipment and from fugitive
dust generated by construction activities or high winds. The
first source, engine emissions, is not expected teo result in

any noticeable or measurable cﬁange in local air quality.
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The seccnd source, fugitive dust, will present more of an
aesthetic nuisance to workers, passer-by and nearby residenc-~
es than a real environmental or health hazard. No major on=-
site burning is foreseen.

Water Quality

Generally speaking, construction activities impact upon
water quality by degrading surface runoff through the intro-
duction of oil, grease or other construction related substanc-
es and by increasing the level of suspended particulates by
exposing soils to erosion. Water gquality can also be effect-
ed when extensive dewatering is required in the course of
excavation. The groundwater removed and exposed to surface
pollutants is usually lessened in gquality.

Neither of these opportunities for degradation will be
present, to any great extent, during the construction of Qak
Park Village. Due to limited excavation requirements, de~
watering activities should be minor. The degradation of run-
off will be minimized as a result of its introduction to the
site's storm sewer and treatment system. Particulates will
be allowed to settle out of the water in the two holding
ponds, while introduced petrochemicals will be treated to
varying degrees, by the systems treatment components.

CONSTRUCTION PHASE - CULTURAL IMPACTS

Noise

The amount of noise generated by the construction of Oak
Park Village will vary according to the type of site prepara-
tion/construction activity undertaken. However, during all
construction activities the noise levels will be considerable.
The noise levels generated by construction activities on the
site can be expected to approximate those indicated in Table
6, assuming a 70 dB(A) ambient noise level at the site which

is typical of urban areas.



TABLE 6

TYPICAL RANGE OF NOISE LEVEL AT CONSTRUCTION SITES
WITH A 70 dB(A) AMBIENT NOISE LEVEL

‘@B (a) Levels

Activitv I* IT**
Ground Clearing A 84 83
Excavation 88 76
Foundations 81 81
Erection ' 82 71
Finishing 88 74

*All pertinent eguipment present at site.
**Minimum required egquipment present on site.

Source: U. S. Environmental Protection Agency. Noise
From Construction Ecuipment and Operation,
Building Egquipment, and Homs Appliances, p.
20. Washington, D.C., December 1971.

The impact of construction generated noise will be great-
est for those residents that border the site on the north.
Those residents along the north side of West 32nd Street will
be situated approximately 100 feet from the major noise
source when construction occurs in Parcels 1 and 3. The
anticipated extericor noise levels at 100 feet from operat-
ing eguipment is given in Table 7.

Many of the types of construction equipment listed in
Table 7 will be used at the Oak Park Village site, and during
operation all will produce noise levels in excess of both HUD
and MPCA standards for acceptable noise levels. A "normally
unacceptable” noise level by HUD standards is one that exceeds
65 dB(A) more than 8 of the 24 daily hours; "a clearly unac-
ceptable” noise level by HUD standards is one that exceeds
80 dB(A) for 60 minutes in 24 hours or 75 dB(A) for 8 hours
in a 24 hour pericd.
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TABLE 7

CONSTRUCTION EQUIPMENT/TYPICAL SOQOUND LEVELS
IN dB(A)'s AT 100 FEET DERIVED FROM THE
ENVIRONMENTAL PROTECTION AGENCY FIGURES

dB (A)
‘Dump Truck ' o 82
APortable Aif Compressor 75
Concrete Mixer (truck) 82
Jackhammer 82
Scraper 82
Dozer 81
Paver 81
Generator 70
Rock Drill 92
Pump 70
Pneumatic Tools 79
Backhoe 79
Pile Driver 8BS

The MPCA ncise standards for residential receiving units
(Noise Area Classification - 1) are 60 dB(A) which can be
exceeded 50 percent (LSO) of the time between 7 A.M. and 10

P.M. and 65 dB{A) which can be exceeded only 10 percent (L.,.)

of the time in between these hours. +
Given the normal sound attentuation of 60 dB(A) per dou-
bled distance (50 feet, 100 feet, 200 feet, etc.), it is
anticipated that when construction occurs in Parcels 1 and 3
the residential units bordering the site on the west and north-
west (approximately 100 feet from the construction site) will
receive noise levels in excess of both HUD and MPCA standards.
Construction on the site will be staged, therefore, it is
anticipated that some units will be occupied while construc-

tion is occurring in other parcels. Thus, residents in the
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occupied units will also receive construction generated noise
levels in excess of the HUD and MPCA standards.

Increased Traffic

With the exception of the construction of Parcel 2, all
construction related traffic will have -access to the site
from Louisiana Avenue. The arrival and departure of workers
will likely add to the peak period volumes on the roadway,
but this addition will not be significant and will not strain
the roadway. Deliveries will occur during non-peak periods
and should present no traffic problems.

During the construction of Parcel 2, access will be via
Pennsylvania Avenue. No problems are anticipated here from
traffic volume, but the physical strain on the roadways bear-
ing capacity, as a result of heavy eguipment movement, may
be disruptive. The current surfacing of Pennsylvania Avenue
is temporary, and will be replaced with permanent pavement,

curb and gutter upon completion of the proposed project.

Health and Safety

The construction of Oak Park Village will present many
of the safety hazards associated with the movement of heavy
equipment, the excavation and stockpiling of spoils and con-
struction materials, and general site disrupticen. These
hazards present themselves particularly to two groups of peo-
ple; construction workers and area children. Any normal,
potential threat to workers should be mitigated by strict
adherence to OSHA rules and regulations. The hazards to
trespassers, and particularly young children, are known as
attractive nuisances - spoil piles, trenches, stockpiled
materials, idled eguipment, partially completed structure.
These hazards should be well marked and 1lit, blockaded or
rendered inoperative.

An additional potential health hazard, peculiar to this

project, results from the presence of creosote residue in the
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soil, in varying concentrations, on portions of the site.
With prolonged exposure some of the chemical compounds pos-—
sibly in the soils have been known carcinogens. This is
based on both laboratory testing of -animals and on history
of the coke and steel industries. Limited exposure may re-
sult in inflammation, itching or scaling of the skin or ir-
ritation of the eyes, nose and lips. Based on soil borings,
this potential hazard will be limited to the low areas in
the southern portion of the site. Only those with somewhat
sensitive skin might be effected. If gloves are worn and
proper personal hygiene employed, chances of even minor ir-
ritation are limited. 1In light of the fact that children
would be more susceptible to this hazard, proper precautions
should be taken to restrict them from the site prior to com-

pletion of reveéetation or land farming.

Employment

Inasmuch as developers are yet to be secured for the
proposed project, it is impossible to speak with any certain-
ty about construction manpower or methodoclogy. Based on dol-
lar estimates projected for the project, it is possible to
grossly estimate the construction related payroll to result
from the construction of Oak Park Village.

Projected Market Value _ $ 24,215,000
1,109,000

Fair Market Land Value

Costs for Site Preparation and
Building Construction $ 23,106,000

Twin Cities Average Manpower
Percent of Total Construction
Costs X .43

Construction Related Payroll $ 9.9
The Twin Cities Metropolitan area is rather well stock-
ed with construction tradesmen and laborers, and will likely

supply the necessary manpower. When spread throughout the

Metro area and over the duration cf development, the $9.9

H0052362



million in construction payroll will represent a beneficial,

but minor, impact upon the area economy.

OPERATIONAL PHASE - PHYSICAL IMPACTS

Increased Flora and Fauna

With fhe exception of a few portions, the site as cur-
rently constituted is somewhat lacking in vegetation. As a
result, wildlife, lacking appropriate habitat, is also absent.
With development will come landscaping and decorative plant-
ing improvements such as sod, shrubs, bushes and trees. This
vegetation will then encourage the return of commonly occur-

ring nesting birds and arborial mammals.

Air Quality

In the opinion of the MPCA Air Quality Division, (Edward
Wiik, Division Director) the only potential source of signi-
ficant air quality degradation from the project such as 0Oak
Park Village is auto emissions. The component of greatest
concern in such emissions is carbon monoxide (CO). As pre-
viously stated, the current (1976) CO count in the site vicin-
ity is .24 ppm. An air gquality report,* prepared for the
Louisiana Avenue project and considering traffice to be gener-
ated by Oak Park Village, employed the California Department
of Highways Model in determining that, by 1995, the CO con-
centrations for an eight hour period in 1995 would be .12 ppm.
This reduction will result from more efficient engine oper-

ations and more efficient traffic flow.

Water Quality

In terms of direct impact, the proposed development will
have favorable effect on surface waters in the area. This
will be due to improved and expedited discharge of surface
runoff from the site and to treatment of that runoff. The

*Louisiana Avenue and Highway 7, Air Quality Report, St. Louis
Park, 1975, Bather, Ringrose, Wolsfeld, Inc.
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direct effect on the groundwater should also be beneficial,
as the increase in impervious surface resultant from build-
ing construction and access way/parking area paving will
limit the amount of rain water leaching through possibly
contaminated soils and intc the water table.

However, there is a remote possibility that the project
may indirectly be detrimental to the groundwater by interfer-
ing with remedial actions necessary to eliminate impurities
from the soil and groundwater. Although the chances of this
are limited, they should be consider=d prior to project im-

plementation.

OPERATIONAL IMPACTS - CULTURAL

Population Growth

As pointed out in the Project Description, the estimat-
ed maximum population of Oak Park Village, at full develop-
ment, will be approximately 2,240. This figure was determined
by the St. Louis Park Planning Department, based on the follow-
ing factors:

200 family units* x 3.2 inhabitants

1,600

2,240
Assuming that the City will atain a population of 50,000

to 60,000 residents, the inhabitants of Oak Park Village will

represent only 3.7% to 4.5% of the City's population. Furth-

800 conventional units x 2.0 inhabitants
total inhabitants

er, it cannot be assumed that all, or even most of the 2,240
people will be new residents of the City, and certainly not
new residents of the inner-ring western suburbs (Hopkins,
Golden Valley and St. Louis Park). The residents of the
project are therefore not expected to have a significant im-

pact on the City or the area.

Increased School Enrollments

Based on 1970 census figures, officials of the St. Louis
Park School District have determined average number of school

*More than two bedrooms.
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age persons (0-20 years) per household by housing type. By
multiplying these factors by the total number of units of
each housing type, as proposed for Qak Park Village, it is
possible to estimate the number of students to be generated
by the project at maximum development:

300 Townhouses x .66 (school age .population) = 198
500* Apartments x .16 : = 80
Total school age population = 278

This figure (278) assumes maximum development. Further,
it includes both preschool (0-5) and post-school (18-20) age
children. It would seem reasonable to assume, then, that the
development might generate 200 new students, with roughly 100
of elementary school age and 100 of secondary school age. In
light of the School District's decreasing enrcllment trend,
projected at a rate of over 25% for the next five years, this
relatively minor influx of students would not appear to pre-
sent a problem. Therxe may become a need for some increased
busing of elementary school children, but according to School
District officials, this would be minor.

Increased Housing

Oak Park Village will add a maximum of 1,000 housing
units to the City of St. Louis Park. This would represent an
increase of 5.7% over the current (1976) housing inventory in
the City. More significant is the fact that one-half of all
units built, or potentially 500 units will be set aside for
low or moderate income residents. Further, 200 of those sub-
sidized units will be for the elderly. Should a large pro-
portion of the senior citizens residing in the 200 elderly
units originate‘from St. Louis Park, chances are good that a
number of single family homes will be vacated, thereby, en-
hancing further the community's housing market.

As mentioned earlier, development of Oak Park Village is
the key to the City's Housing Assistance Plan. Development

*700 total apartments minus 200 apartments designated for the
elderly.
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at the scale mentioned above will nearly satisfy the City's
stated, three year goal of 514 new, assisted units.

TaX Impact

At full development, the proposed Oak Park Village‘will
have an estimated market value, in 1976 deollars of $24,215,000
Apprlying the various percentage &alues* as employed by the
County Assessor, the estimated assessed wvalue of the project,
at full development, will be $6,377,450. Based on the 1975
mill rates applied in St. Louis Park, the project will gener-
ate the following annual tax revenues:

Beneficiary Mill Rate Revenues

Hennepin County 28.248 $180,150
School District 283 50.864 324,382
St. Louis Park 14.9%20 95,151
Special Districts 3.027 19,304
Vocational Scheools 2.759 17,595
Minnehaha Watershed District .115 733
Total 99.933 $637,315

The assessed value of Oak Park Village will represent a
2.9 increase in the total assessed value for property in the
City. This increase will result primarily from residential
development and is therefore not expected to influence the
City's Fiscal Disparities role.

It should be noted that all tax revenues generated by
this project will be initially devoted to retiring the Devel-
opment Bonds issued to support the project, under the Tax
Increment Financing concept. All bonds will be retired no
later than 1995.

Emplovment Opportunities

Once developed, Oak Park Village will offer rather limit-
ed employment opportunities. The main body of the development,

*Commercial - 43%; low-rise residential - 33%; high-rise resi-
cential - 25%; subsidized residential - 20%.
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the residential/open space portion, will require caretaker-
landscaping services, day-care supervision and management*/
maintenance. These activities are not expected to support
more than ten full time persons.

Beyond management/maintenance personnel, the operation
of the office complex itself is not expected to support any
employment.

Indirectly, Cak Park Village may result in an increase
in service employment in the ldcal area. St. Louis Park is
currently very well served, indicating that any increased
employment would be minor.

Increased Demand for Public Services

Discussions with City officials and a review of the size
and capabilities of existing service facilities indicate that
the proposed Oak Park Village development will not overtax
available City services. Water and sewer capacities, both
on and off site, will be more than adeguate. Due to its lo-
cation within the Metropolitan area, the development will be
generously served by recreation and health care facilities.
St. Louis Park itself will offer a great deal in these areas.
Solid wuste collection will be handled by private contract.
The City maintains a list of approximately 25 licensed haul-
ers from which to select.

Discussions with City police and fire chiefs indicate
that, based on the current project description, no addition-
al staff or equipment will be immediately required to serve
the new development. Both men did indicate that this type
of decision cannot be definitely determined until more
specific information is available. 1In the case of Fire
Department, factors such as structural type and construction
class will be important. The Fire Chief will review all de-

velopment plans. Police Department changes will be based on

*Management will likely be handled by a private management
firm as a portion of their total work load.
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the characteristics of future 0Oak Park Village residents, and

the crime incidence in the area.

Increased Traffic

Employing trip generation figures developed by the Il-
linois Section of the Institute of Traffic Engineers,* the
following rough projections have been derived for Oak Park

Village.
Access Parcels Peak Hour
Drive** Served Variable Trip Factor Trips

Louisiana &

W. 32nd St. 1 5 3 250 units .69 173
0ld & New 4 & 1/2 250 units .69 173
Louisiana of 5
Louisiana & 1/2 of 150 units .69 104
Walker 5
Pennsylvania .2 150 units .69 104
Avenue
6 25,000 2.3/1,000 58
sq.ft. sqg.ft.
7 20,000 2.3/1,000 46
sq.ft. sqg. ft.
Total 658

The above calculations assume full development, but dis-
count the total number of apartment units by 200 to adjust
for the elderly population.

With the exception of Pennsylvania Avenue, all access
drives will be served directly by Louisiana Avenue. As pre-
viously mentioned, Louisiana Avenue is being upgraded to
serve as the City's main north-south corridor. It will have
an ADT of 25,000 vehicles. ' That portion of Louisiana Avenue
north of Walker Strect is expected to serve a peak hour vol-
ume of 1,710. The vehicles generated by Oak Park Village

*"Trip Generation Study for Selected Commercial and Residen-
tial Development, Illinois Section, ITE, March, 1970.

**See Figure 2, Page III-7, Site Plan.
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during peak period directly to Louisiana Avenue will consti-
tute approximately 39% of the total traffic. Therefore,
signalization and lane designation will be of vital importance
to insure smcoth flow during peak periods. As individual
parcels are marketed for development and project implementa-
tion becomés more well defined, .more ‘intensive traffic plan-
ning and engineering will occur.

Pennsylvania Avenue is a 30 foot interior street current-
ly serving a rather limited volume of traffic. With full de-
velopment of Parcel 2, this street will handle a peak period
volume of approximately 104 vehicles, or nearly two vehicles
per minute. This does not appear to represent an overload,
but may require limited or one sided on-street parking regu-

lations.

Impact of Traffic Noise on Potential Residents

Noise standards have been g;gpg%ggtgd by the_Minnesota
Pollution Control Agency. Although they are not legal require-
EEEES, it is the desire of the MPCA that these standards be
met. They specify that the upper limit of noise to be receiv-
ed by household units is not to exceed 65 dB(A) more than 10%
(Llo) of the time between the hours of 7:00 A.M. and 10:00
P.M. During the same period, permissible levels are not to
exceed 60 dB(A) 50% (LSO)

Up to 700 residential units will be contained in Parcels
3, 4 and 5, which are immediately adjacent to Louisiana Avenue.

Based on a 1973 community noise survey undertaken in St. Louis

of the time.

Park, the noise level on Louisiana Avenue north of Walker St.
is 51 dB(A) at Lio- with the completion of the improvements
of Louisiana Avenue, this noise level is expected to increase
as a result of additional traffic volumes.

A projected noise analysis was prepared for the entire
route of Louisiana Avenue, based on anticipated maximum traf-
fic volumes. According to the report, L, dB (A) readings

H0032960)
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along that portion of the roadway adjacent to the site are
as indicated in Table 8.

TABLE 8
ROADWAY NOISE IMPACT - OAK PARK VILLAGE

Distance from Western

dB(A) Level Edge of Louisiana Avenue
80 : 0-25 Feet
70 25-200 Feet
65 200-300 Feet
<65 350- Feet

As currently designed, all Parcel 3, 4 and 5 structures
would be oriented toward the interior of the site, with the
nearest structures set back approximately 130 feet from the
western edge of Louisiana Avenue. This would place the back
portions of the easternmost structures within the 70 &B(Aa)
band. Location and characteristics of window openings will
therefore be very important.

Although no structures have yet been designed, it is
likely that, based on the interior orientation, rear windows
will be limited. Nonetheless, all window openings should be
double-glazed, thereby reducing perceived interior noise levels
by 30 é@B{(A), to a most acceptable worst case level of 40 dB({(a).

Aesthetic Enhancement

Bevond the measurable environmental shortcomings associ-
ated with the Republic Creosote works was the more subjective,
yet rather widely held judgement that the plant and storage
facilities constituted an "eye sore". This situation has been
partially remedied through the elimination of the operation
and clearance of the site. As currently constituted, however,
the 80 acre site can only be described as barren. The devel-

opment of Oak Park Village, as conceptualized in the approved
site plans, would enhance the landscape tremendously.
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Plans call for a highlighting of the few existing natural
amenities on site - the pond, the tree covered bluff lines,
and the knoll. Additional landscaping would also occur. The
groupings of the proposed structures will serve to "break-up”
the current, visually barren, nature of the site, while at
the same time permitting visual corridots, in all directions,
which will provide opportunities for sensory appreciation of
an integrated man-made/natural environment. Finally, the de-
velopment will foster activity = the movement of pedestrians,
bicyclists and children at play - to give the site a dynamic

of motion.

Compliance with Local/Regional Planning and Policies

The proposed Cak Park Village development does comply
with the current zoning classification of the site and the
St. Louis Park Comprehensive Plan. In addition, the proposed
project will fulfill many of the Housing Policies put forth
by the Metropolitan Council in their 6verall Metrépolitan De-
velopment Guide. Metropolitan Housing Policies applicable
to the proposed project by policy number are:

2. Local, metropolitan, and federal prosirams to assisSt in
reducing land cost for developers arni low-and-moderate-
ineome housing should be encouragesd zand existing pro-
grams should be expandad.

The action of the City of St. Louis Park in acguiring the

site at its fair market value in 1972 coupled with the land
write-down features of the NDP program will result in lower
land costs to the developers than if they had to purchase the
site and make all improvements at the 1976 cost of land, mate-
rials and labor. The saving in lower 1972 land costs should
result in lower housing unit costs to the eventual owner/
tenant.

5. Loccl wnits of govzimment should adeot land-use regula-
tions that promste il2 dzvelopment of a variety of hous-
ing types and cost ranges and that allow flexioility in
dzgsign and site plaiing, (e.g., P.2 ordinmices aid
other ordinances thkat Jo not regquirz that excessive amoiniis
of the commmity be zoned exelusively large lot single-
family homes).

50032971
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16. Developments that include both subsidized and rejular
market rate housing within a single planned residential
area are highly ercouraged.

18. Subsidized housing should be developed so that it will
not concentrate lower-income persons and families with-
in a single project or areza.

27. Thé Counctil shall encourage the development of alterma-
tive forms of housing such as patio homes, townhouses,
quadraminiums, cocperatives, and condominiums to supple-
ment conventional single family homes and apartments. -

29. Municipalities snould undertake actions to expand thetir
low-and-moderate-income housing supply (e.g., establish-
ment of or cooperation with the H24i, approval of sub-
sidized housing proposals, agreements with large-scale
developers, code and crdinance reform, stimulate through
public plomning and developmental aciivities the erea-
tion of plawred n2w residential areas, or develop ap-
proaches for locally finded housing programs).

30. Large-scale plavined wnit residentizl developrznts should
include ct least 20 percent of their housing for low-and
moderate-income persons.

The 1,000 unit Oak Park Village project and its inte-
grated diversity of housing unit type and density, of which
approximately 50 percent will be subsidized, is an excellent
example of the fulfillment of the above policiesi

39. The central cities and older areas of the region should
develop or continue programs for the clearance and redz-
velopment of areas beyond renabilitation and those devoi-
ed to obsclete industrial uses which yield lititle tax
revenue and involve few employment opportunities. In
selecting, planning and redevzloping such areas, the fol-
lowing objectives should be pursued:

a. Wnenever possible, land shoulZ bz assembled on a nei-
ghborhood scale permitting thz development of a new
residential ervironmert tnat includes a full range
of services and facilitizs xd high stanlards of plan-
ning and design.

b. A variety of housing typss s
persons of a mnge of inccme

The action of the City of St. Louis Park in purchasing

hould be developad for

the site and planning the 0Oak Park Village PUD not only rid
the area of an environmentally degrading industrial use that

was highly incompatible with the surrounding residential and
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public uses, it resulted in the availability of sufficient
land to permit the design and economic viability of a pro-
ject of sufficient size that would make a positive contri-
bution to the housing stock and resource base of the com-
munity.

46. Restidential development should occur within or contigu-
ous to the uriznized portion of the region or to free-
standing communities, with the possible exception of new
towms. Development should be timed to coincide with the
economieal and orderly provision of such wrban level ser-
vices as central sgwer and water faciliities, adequate
public roads and transportation systems, retail shopping
facilities police and fire protection, recreational op-
portunities, schcols, and social services.

47. Medium and hign density residential developmznt for a
Ffull range of incomes should e encouraged convenient
to major divazrsified and industrigl centers in the
central cities.

The Oak Park Village Development will utilize existing
public utility/service facilities which have sufficient capa-
city to accommcdate project demands. In addition, the pro-
ject site is located peripherally to community parks, schools
and shopping as well as centrally located to existing and
future development opportunities in St. Louis Park and sur-

rounding communities.

00032973
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IMPACTS SUMMARY

The following chart presents a summary of the identified
impacts of the Oak Park Village Development, as addressed in
this Chapter, and points out the potential effect of each.
Chapter VIi will review methods for mftigating those impacts

identified as negative.

Positive Negligible Negative

Construction Impacts

Site Disruption X
Soil Erosion X
Aesthetic Air Quality

Degradation X
Noise ' X
Traffic Increases - X

Structural Threat to
Pennsylvania Avenue

Health Hazard - Attractive
Nuisances X

Employment/Economic Impact X

Operational Impacts

Increased Flora and Fauna X
Air Quality Impacts X

Water Quality Impacts -
Surface ' X

water Quality Impacts -
Ground ? ? ?

Population Growth X
Increased Housing X

Tax Impact X

Employment Impact X
Service Demand

Traffic Increase X

Neoise Impact on Future Resi-
dents of Oak Park Village X

aesthetic Impact X
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VI. ALTERNATIVES K TO THE PROPOSED ACTION

There are several alternatives to the proposed 1,000
unit mixed-income QOak Park Village project. They involve
no project of any type, a single family housing project, a
fdifferent design or phasing of the prééésed project, and
: different (non-residential) uses of the site for other pro-
jécts.

NO PROJECT

In view of the considerable investment that the City
of Sst. Louis Park has in the site (land acguisition, removal
of structures, site improvement, loss of property from tax
rolls, planning costs, etc.) the City must proceed with a
Project in order to recover the past and on-going investment.
The past action of the City has insured the cessation of
additional crecsote derived contaminants into the environ-
ment and improved the aesthetic gquality of the neighborhood,
however, the site remains aesthetically negative. No Pro-
ject would result in a continued loss of future tax revenues
to the tax beneficiaries and under uvtilization of in-place
city utilities/services. The continued non-use of the site
by the implementation of the No Project alternative would re-
sult in an imbalance between community resource and need.
It is not a guestion of whether or not the site will be de-
veloped, but rather one of determining the best method of
utilizing the resources in a manner consistent with the needs
of the community. Therefore, "No Project" cannot be consid-
ered a viable alternative.

SINGLE FAMILY RESIDENTIAL DEVELOPMENT

The 57 acre portion of the site which has sufficient
bearing capacity to support structures will accommodate
approximately 275 single family dwellinga at the current St.

Louis Park R-1 zoning requirement of 9,000 sguare feet of

0003294
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lot area per dwelling unit. Thus, the use of the site for
single family dwelling units would provide only 27.5 percent
of the housing as would the pProposed use. In view of the low
availability of housing in the St. Louis Park area and the
small guantity of residentiallv zoned developable land in St.
Louis Park (274 acres) the under utilization of the land and
public utility/service resourcaes by the construction of sin-
gle family units is questionakble.

The construction of individual single family dwellings
on the site would defeat the c2sire of the St. Louis Park
Housing and Redevelopment Authority to provide adeguate low
cost housing for its existing andé future residents. Accord-
ing to a study prepared by the Rzal Estate Research Corpora-
tion in 1974 for several federzl agencies including HUD, the
total cost per unit for a sincle family conventional dwelling
was almost 100 percent greater than that for a clustered town-
house unit, as indicated in Tazle 9. The cost of conventional
housing would either be substantially greater than that which
the elderly and/or lower incomz residents could affeord or
would mean that the amcunt ©f subsidized payment would be so
large per unit that the number of units that could be subsi-
dized would be sharply decreased.

The changing life-style of Americans in recent years,
manifested in part by smaller families and delining popula-
tion growth (0.8 percent per yeé: in 1975 as compared to
1.62 percent in 1960), has produced a greater demand for
smaller more cost-efficient dwallings. The National Housing
Center which represants 25,000 homebuilders and 50,000 mem-

" bers in related occupations throuchout the country stated
that the decreasing size of hcuseholds has created a large
demand for condominiums and towrhcouses which are less expen-

sive and require less maintenance.*

*Warren Brown, "Society of Lonzly People Feared," Reprint
from the Wasington Post, St. Peaul Sunday Pioneer Press,
March 28, 1976, Family Life Secticn, pp. 1 and 2.
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Capital Codts
1/

Structure -
Foundation
Shell
Plumbing
lteating
Elcetric lighting
Air conditioning

Subtotal

aninf;, packing ey

Landscaping 2

Utility connectors 2
Sanitary sewerage
Storm drainage
Water supply
Gas
FElectyicity Al
Telephone

Subtotal
Total Capital Costs
Per Unit Cpst

Opcerating and Maintenance Costs

Table 9

NEIGHBORHOOD COST ANALYSIS

Per Year

Notes:

N, E, = Not cstimated.

N.E.

1/ Sourcc: Detived from Rocekh Building Valuation Manual (ref. no. 01-005) and Marshall Valuation Service (ref. no. 01-072).

RESIDENTIAL
Housing Pattern {1, 000 Units)

A B C D E ¥
Housing Mix
Single-Family Single-Family Townhouse Walk-Up High-Rise (20 Pcrcent
Conventional Clustered Clustered Apartment Apartment Each A - F}
$ 2,739,000 $ 2,739,000 $ 1,608,000 $ 1,616,040 $ 1,844,262 $ 2,109, 260
20, 373, (00 20, 373, GO0 8, 843, 200 4, 789, 200 6, 995,434 12, 274, 767
3, 207, 000 3, 207, 000 2, 440, 000 2,440, 000 2, 440, 000 2, 716, 500
1, 414, 000 1, 444, 000 1, 014, 000 1,049, 220 1,304,47$ 1,257, 110
1,527,000 1,527, 000 - 984,000 988, 920 1, 229, 508 1, 251, 286
432, 000 432, 000 292, 800 296, 460 914, 634 473,573
$29, 722, 000 $29, 722, 000 $15, 212,000 $11, 179, 540 $14,728, 316 $20, 112, 831
584, 000 449, 000 194, 000 266, 291 261, 219 350, 902
255, 000 145, 000 61,400 43, 600 15,350 104, 070
332, 085 280, 995 158,457 24, 981 8,367 160, 977
273, 702 262, 652 60, 223 32,575 9,393 127, 709
460, 850 403, 000 283, 868 47,922 12, 159 241, 561
199, B9S 179, 662 120, 770 77,734 71,724 120,097
197, 990 179, 530 125,073 85, 421 79, 882 133, 579
119, 990 101, 530 17,073 7,420 1,562 55, 572
$ 1,584,512 $ 1,407, 569 $ 795,14 $ 276,053 - ¢ 183,107 $ 849,402
$32, 145, 512 $31, 723, 569 $16, 262, 864 $11, 765, 764 $15, 188, 292 $21,417, 205
$ 32,146 $ 31,724 $ 16,263 $ 11,766 $ 15,188 $ 21,417

N.E. N.E, N.E, N.E. N.E.

2/ Source: Means Building Construction Cost Data {ref, no. 09-013). Includces 30% for profit, overhead, and cngincering fees for utility connectors,

3/ Assumes cost of clectric meter = $60 per unit for all housing types,

Source:

Real Estate Research Corporation:

The Cost of Sprawl, April 1974, Pg.

53.



INDUSTRIAL DEVELOPMENT

Currently there are 1,934 acres of land zoned for indus-
try in St. Louis Park, of which only 53 percent is developed.
In all likelihocod, the 909 acres of undeveloped industrially
zoned land is more than sufficient to accommodate future in-
dustrial siting needs within the community. Therefore, the
development of the proposed 80-acre Oak Park Village site for
industry would be unwarranted. In addition, while there are
many types of industrial development, the City has already
expended a considerable amount of time and money removing one
type of industry from the site and does not desire to replace
it with another type of industrial development as it would
undoubtedly conflict with the residential and public (parks,

school and library) land uses peripheral to the site.

COMMERCIAL DEVELOPMENT

The development of the site for commercial purposes could
enhance the tax base of the community. However, the City
presently has approximately 70 acres of commercially designat-
ed land available for development which should be sufficient
to accommodate the needs of the forecasted population.

Currently, there are four community shopping centers
within St. Louis Park totaling more than 290,000 square feet,
plus a 340,000 square foot district shopping center. 1In ad-
dition, there are two major regional shopping centers (2.2
million square feet total) situated in the neighboring com-
munities of Minnetonka and Edina. The above data suggests
that thers may be little market poteﬁtial for the development

of another major commercial center on the proposed site.

ALTERNATIVE IMPACTS

It is doubtful if any of the adverse impacts associated
with the proposed project would be minimized by the imple-
mentation of one or more of the alternatives discussed above.
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Obviously, the "No Project™ alternative would not generate
traffic, however, this positive feature must be weighed
against the need for housing as well as the recovery of

past financial investments in the site. If the site is com-
pletely developed for either commercial or industrial uses,
the incompatibility of these two land-uses with the abutting
residential and public uses must alsc be considered. Further,
the expressed need within the community for economic housing
for a2 diverse section of the pobulation will not be met if
the site is developed for either industrial or ccmmercial
purposes. In regard to the latter, the same may be said of

the use of the site for single family homes.

oUGIZ297Y
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VII. MITIGATION OF UNAVOIDABLE ADVERSE IMPACTS

CONSTRUCTION IMPACTS

Site Disruption

It is-'inevitable that the preparation of an area for
construction will result in the disruption of that area. The
key factor becomes the length of time that the area remains
in a disrupted state. Therefore, mitigation is applied in
terms of expeditious completion of construction, so that the

area may be returned to a more harmcnious state.

Soil Erosion

Erosion will occur as a rasult of the removal of ground
cover caused by the movement ¢f heavy equipment and by grad-
ing and excavation operations. Both exposed surfaces and
spoil piles maybbe eroded by either strong winds or rain.
Both forms of erosion may be mitigated:

Wind - By covering spoil piles with hay or cloth and

by sprinkling exposed dusty surfaces, wind erosion

can be limited.

Runoff = Erosion via runoff can be controlled through

the use of settling ponds to allow suspended parti-

culates to settle out of the water. Covering of

spoil piles is alsc helpful.

Soil erosion is kept at a minimum by prompt paving or

revegetation upon completion of construction.

Air Duality Decgradation

The quality of the air can be effected by two sources
during construction; airborne dust and egquipment engines.
The minimization of wind erosion will control the dust prob-
lem, while maintaining all engines in proper working order

will tend to control emissicns.

vII-1 50092950



Noise Impacts on Existing Residences

Noise impacts from construction will be highest during
"excavation and foundation setting (pile driving) and during
finishing operations. All work should be conducted during
regular working hours and completed in noise sensitive areas
as expeditibuély as possible. If deemed necessary, a tem-
porary noise barrier may be erected.

Structural Threat to Pennsylvania Avenue

The movement of large trucks and heavy egquipment over
Pennsylvania Avenue will likely overtax the roadway's bearing
capacity. If an alternative route cannot be found, eguipment
may be moved overland, across the site from Louisiana Avenue.
In any event, Pennsylvania Avenue will be reconstructed upon

completion of site development.

Attractive Nuisances

All trenches, spoil piles, stockpiles and partially com-
pleted structuras should be blockaded, secuféd and well 1lit.
Idle eguipment should be rendered inoperative. All OSHA
Standards should be strictly adhered to.

Skin Irritation

Gloves and sufficient clothing should be worn when work-
ing with contaminated. soils. Exposure should not be unduly
extended. Proper personal hygiene standards should be ob-
served. Children should be prevented from playing in the

construction area.

OPERATIONAL IMPACTS

Roadway Noise Impacts on Development Residents
Y P

Residential structures shoulé be oriented toward the
interior of the site, away from Louisiana Avenut. Structure
setbacks shoulé be as great as possible to allow maximum noise
attentuation. The number of windows facing Louisiana Avenue
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should be limited and all windows double~glazed to minimize
interior traffic noise receptivity.

Traffic generated noise at the exterior of the residen-
tial units can be effectively reduced by constructing patio
walls, constructing berms peripheral to Louisiana Avenue, or
high plantings peripheral to the patios or the roadway.
Either berms or walls would be the most effective. The ef-
fectiveness of walls or berms in attentuating noise levels
increases with height of the barrier and its proximity to
the source or receiver. The construction of a berm or wall
would effectively reduce yard noise levels to approximately
50 decibels during peak traffic periods. This noise level
is considerably less than the normal speaking level of 60
dB(A).

Impact on Groundwater

The City of St. Louis Park is currently working with the
Minnesota Pollution Control Agency and the State Department
of Health to determine, first, if there is any potential
threat to groundwater in or near the site and, if so, how
that threat can be eliminated. This process is dependent
on information that will not become available until August,
1976. The City will take those actions deemed necessary to

resolve any identified problems in this area.

5003298
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VIIT. RELATIONSHIP BETWEEN THE LOCAL SHORT-TERM AND LONG-
TERM USES OF THE ENVIRONMENT AND THE COMMITMENT OF
RESOURCES

The development of Oak Park Village will provide a great-
er choice of housing type and price range to the residents of
St. Louis Park and the overall Metropolitan area. The con-
struction of the approximately 1,000 dwelling units will re-
present a long-term benefit to the future owner/tenants. The
project will provide housing for those desirous of living in
an urban settling in modern structures at an affordable cost
regardless of their income. It will permit the use of excess
capacity in existing infrastructure components, thereby assur-
int the payméent of previous commitments of capital and the
utilizatiop of public resocurces.

The development of 1,000 dwelling units on the proposed
80 acre Oak Park Village site will represent a savings of an
additional 126 acres of land that would be required to pro-
vide an equal number of one family detached housing units.
Other long-term benefits accruable to the community ané the
owner/tenants will be the reduced cost of providing utility/
services to the units as indicated in Table 9. An additicnal
long-term benefit of the project is the clustering cof people
close to an area exhibiting substantial employment opportuni-
ties, institutional and recreational amenities, and public
transit service.

The development of Oak Park Village will 'undoubtedly fore-
close future coptions as to the utilization of the 8( acre site
for other purposes for a considerable period of time. However,
it will permit other developable land presently zoned residen-
tial to be used for other purposes. BAn additional potential
foreclosure of future options does exist relative to the
State-of-the Art of soil/groundwater creosote pollution de-~
tection. If at some future date (10-20-30 years) more soph-
isticated pollution analysis technigues are developed indicat~\\

\
ing a long-term creosote pollution problem that can only be
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mitigated by radical surface treatment, it could result in ;%(
an economic hardship for all concernad. Such a possibility
is considered highly unlikely.

The development of Oak Park Village will not irreversi-
bly or irretrievably intrude upon any areas of known historic,
archeologic or paleontologic significance as indicated in
Appendix A, but it will reguire the irretrievable commitment
of resources in the form of manfhours, construction materials,
energy consumed by the operation of construction equipment
and considerable public and private capital. In a world of
increasingly limited resources, this investment can only be
justified on the basis of a compensation in benefits to so-
ciety. 1Inasmuch as housing is one of man's elementary needs,
and considering that Oak Park Village will cffer housing to
all economic strata, this project would appear to Jjustifiy
the expvenditure of such resources.
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IX, RECOMMENDATIONS

Two important gquestions must be answered by an environ-
mental assessment; i1s the projected under consideration of
more than local significance, and does the project have the

potential for significant environmenial effects? Based on

information reviewed, it is felt that, in the case of Qak

- —

Although housing provided by Oak Park Village will be

open to anyone, settlement patterns would seem to indicate
that only those with an interest in the St. Louis Park area
(western-inner ring) would choose to live there. Impacts

of the project will be felt only in its immediate environs.
It is, therefore, felt that 0Oek Park Village does not repre-
sent an action of more than local significance.

A potentially serious problem exists concerning chemical
contaminants in the soil cof portions of the site and areas
to the south of the site. Studies are currently underway to
determine the probability of those chemical compounds being
introduced into the groundwater and, hence, the area's drink-
ing water supply. This situation, undoubtedly, has the po-
tential for significant environmental effects. These effects,
however, would not be the result of the proposed project.

The City of St. Louis Park and the HRA will time develop-
ment of the site to facilitate any curative actions prescrib-
ed by MPCA or the Department of Health in dealing with this
problem. All efforts will be made by the'City to eliminate
any threats to their drinking water. It is not felt, however,
that the preparation of an Environmental Impact Statement on
Oak Park Village would aid in that effort. Therefore, in de-
termining that the development of Oak Park Village does not
present the potential for significant environmental effects,
it is recormmended that no Environmantal Impact Statement be ~
required or prepared for the Minnesota Environmental Quality ‘

Council.
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Appendix A

MINNESOTA HISTORICAL SOCIETY

690 Cedar Street, 5t. Paul, Minnesota 55101 « §12-296-2747

L}

April 7, 1976

Mr. Jeffrey F. Squires

National Biocentric, Inc.
2233 Hamline Avenue North
St. Paul, Minnesota 55113

Dear Mr. Squires:

RE: Netional Biocentrie, Inc. City of
St. Louis Park,; Renewal of 80 acre
sice, residential/commercial
development. Hennepin County

The project described above has been reviewad pursuant to responsibilities
given the State Historic¢ Preservation Officer by the National Historic
Preservation Act of 1966 and the Procedures of the Natiomal Advisory
Council on Historic Preservation (36CrRrR800).

This review reveals the location of no sites of historic, architectural,
c¢ultural, or archaeological significance within the area of the proposed
project, There are no sites in the area which are on the National Register
or eligible for inclusion on the National Register, and, therefore, none
which may be affected by your proposal.

Sincerely,

L
4 Lo / '
/’,'.:"/ T / /j, /,_ 2

w .
7 Russell W, Fridley
/ State Historic Preseryvation Officer

RWF/ fr

50032986
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Appendix B

David Rudberg
William Thibault
Harvey McPhee
Police Chief Setter
Fire Chief McGary
Jeffrey Johnson

Lawrence Kelley
John Holmguist

Edward Ross

Dale Wikre
Edward Wiik

Irving Bergsagle
Dr. Michael Holmes
Alan Gebhard

Dr. G. E. Ham

COORDIMNATION LIST

City of St. Louis Park
City of St. Louis Park
City of St. Louis Park

.City of St. Louis Park

City of St. Louis Park
Orr-Schelen-Mayeron & Assoc.

Minnehaha Creek Watershed
District

Minnehaha Creek Watershed
District

State Health Department

Minnesota Pollution Control
Agency

Minnesota Pollution Control
Agency

School District #283
School District #283
Barr Engineering

Uhiversity of Minnesota
Soil Science
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Appendix

Due
process,

pProject,

STATEMENT ON ENERGY

to the very preliminary nature of the development
in terms of implementation of the Oak Park Village

it is not possible to be specific at this time in

addressing the concerns of the Minnesota Energy Agency. A

few relevant facts can be pointed out:

1.

Project developers will be reguired to comply

with the State building code in terms of energy
conservation through the use cof selected con-
struction materials and techniques.

Energy will be provided via conventional utility
delivery systems (pipe, cable, etc.) and no
storage or stockpiling of fuels on site will be
reguired.

Energy will be provided on a firm basis by major
suppliers (NSP, Minnegasco, etc.).

Other than that amount devoted to transportation
of project occupants or employees, no secondary
energy uses are foreseen.

In terms of per household consumption of energy,
the sélection of apartment and attached townhcuse
units should prove superior to single family de-
velopment. Although initizlly motivated by density
and financial feasibility regquirements, the energy
efficiency derived from the proposed housing mix
must be viewed as a plus.

The project's relatively close proximity to the
Minneapolis CBD (5 miles) will reduce energy con-
sumption that would otherwisé result from residen-
tial development in the outer portions of the
Metropolitan area. In this recard, the project
also reflects Metropolitan Council Dasvelopment

Guidelines.
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Existing Wells

LcCoHM

Barr

. Grout and abandon uncased

bedrock wells providing
interchange of contaminated
water between aquifers

. Abandon City Wells No. f. 2

and 3

CLODATIONMD

pcA

Grout and abandon uncased
bedrock wells providing
interchange of contaminated
water between aquifers

. Abandon City Wells No. 1, 2

and 3

Health Department

. Grout and abandon uncased

bedrock wells providing _
interchange of contaminated
water between aquifers

. Abandon City Wells No. 1, 2

and 3

. Study Robinson Rubber Company

well to determine which
aquifer is its source of
contamination; then grout
and abandon.

Gradient Controgl
Hells

. Construct three gradient

control wells in glacial
drift groundwater system

. Construct barrier well

system in glacial drift
groundwater system

. Additional corrective

measures may be required

. Construct barrier well system

capable of removing and
halting the spread of con-
taminated water in the drift
and platteville aquifers and
any deeper aquifer determined
to be contaminated.

Discharge/Treat-
ment

. Discharge water into

sanitary sewers

. Conduct studies to deter-

mine treatability of
groundwater for discharge
into Minnehaha Creek

. After appropriate treat-

ment, possible discharge
into Minnehaha Creek

. Pretreatment of groundwater

for removal of PAH compounds
prior to discharge into
sanitary sewers

. Treatment of groundwater for

discharge into Minnehaha
Creek

. Limited initial untreated

discharges into sanitary
sewer system to collect data
for treatment plant design.

. Extensive treafeat of ground
~water at well site.

. Discharge of treated ground-

water into sanitary sewer

. system.



Geologic and Hydro-
Jogic Studies

—

Barr

. Define hydrogeology

of bedrock valley located
near Highway 100 and
Excelsior Boulevard; define
its extent and estimate
gradients and likely
vertical flow rates

pCA

. Determine extent of

contamination of the 5t.
Peter in the immediate
vicinity of the Robinson
Rubber Company well.

. Define possible buried

valley south of the site
and buried valley east of
the site

. Further study of abandon-

ment of all City well
No. 1 including high rate
pumping and sampling.

Health Department

-

. Establish assumed presence

of the glenwood shale in .
the erosional channel
immediately south of site.

. Determine the piegometric

head gradients, the porosity
and the amount of solution
channeling and the direction
and rate of flow in the
platteville for all seasons
and a variety of local
pumping conditions.

. Further study of old city

well no. 1

. Determine the bedrack valley

to the east of the site.

, Conduct solubility studies

for coal-tar wastes.

. Determine source of high

concentration of phenols in

Robinson Rubber Company well

Monitoring

0662&G00S

. Monitor gradient control

system in terms of:
a. ability to capture
~ contamination of

discharge into
Minnehaha Creek

b. Ability of treatment
facility to meet
effluent limitations

. Monitor quality of water in

St. Peter aquifer through
placement of two additional
wells.

. Monitor gradient control

system

. Monitor quality of water

in the St. Peter

. Monitor the St. Peter in

the vicinity of the buried
valleys

.-Monitor all SLP and Edina

municipal wells, plus other,
yet to be determined, down-
stream monitoring wells for
trace PAH contamination,
quarterly for one year.




Monitoring
(continued)

Barr

. Place monitoring wells at

the western and northern
edge of the bedrock valley
to define quality of water

PCA

_Health Department

Other

16620005

. Conduct ambient air studies

to determine existing human
exposures to PAH compounds

. Halt construction activity

which will interfere with
future corrective measures

. Excavation of contaminated

soil should occur if
contamination cannot be
completely controlled by the
barrier well system or
ambient air studies show the
contaminated soils are
resulting in excessive human
exposure to PAH compounds.

. Epidemiology Studies
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INTRODUCTION

The City of St. Louis Park submitted to the Minnesota Environmental
Quality Council (MEQC) an environmental assessment dated April 16,
1976, on the proposed Oak Park Village development consisting of 1,000
residential units on approximately 80 acres of property in the City of
St. Louis Park. This property is the former site of Reilly Tar and
Chemical Company. The original development called for five residential
parcels, two commercial parcels and 23 acres of open space. The site
has been cleared, graded and improved with storm sewer.

Since the submittal of the Environmental Assessment to the MEQC, the

Soil and Groundwater Investigation (Phase I) prepared by Barr

Engineering Company has been completed and, at the request of the MEQC,
has been made a part of the City's Environmental Assessment. As a result
of review of the Barr Phase I Study and further environmental review and
investigation of the project, the City now proposes to develop only
Parcels 1, 3 and 4 — roughly the northern half of the site. No develop-
ment on the south half of the site is proposed. The St. Louis Park City
Council, the City Planning Commission and the St. Louis Park Housing and
Redevelopment Authority have reviewed and authorized amendments to the
City's Urban Renewal Plan to accomplish this change.

The issue before the MEQC is whether the development of a maximum of
470 residential units on Parcels 1, 3 and 4 is a "major governmental
action" with "potential for significant environmental effects."

The following report contains a description of events which led to the
City's original development proposal for Oak Park Village, a review of
the environmental analysis of that proposal and a description of the
revised plan resulting from the environmental analysis. Finally, the
Yegal and environmental ramifications of the revised plan are discussed.
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BACKGROUND

SUMMARY OF CITY ACTION 1961 - 15968

Elimination of Reilly Tar and Chemical Company as a nonconforming noxious
use or the cessation and abatement of its pollution represents at least a
1o-year effort by the City. During this 15-year period, which commenced

in 1961, the City used its planning, rgggﬂg1 and Qrdinance powers to abate
or eliminate the problem. ER———

Establishment of a Housing and Redevelopment Authority was prevented in
1962, by successful 1itjgation on the part of Reilly Tar and Chemical
Company. The company maintained that the purpose for establishing the
Authority was to use pyblic powers to elimipate jts aperation.

In 1967, planning efforts to show public and nopn-industrial use for the
northerly end of the creosote site were approved. '

In May, 1969, the City adopted a comprehensive Air Pollution Qedinange —
perhaps the first in the state. Shortly thereafter, an Odor Panel was
established in connection with determining an air po]]ut1on nuisance from
Reilly Tar and Chemical site.

SUMMARY OF STATE AND CITY ACTION 1968 - 1972 -

Between 1968 and 1970, the City worked cooperatively with various state
agencies to identify pollution at the site and to study remedial actions
available. In 1970, the City and the Minnesaota Pollution Control Agency
initiated legal action against Reilly Tar and Chemical Company to abate the
air pollution. This litigation was settled on between the City and Reilly
Tar and Chemical Company as a part of the City's purchase of the entire site
in 1972. A summary of the events is contained in a memorandum from

Wayne G. Popham, City Attorney, St. Louis Park, to Eldon Kaul, Assistant
Attorney General, Minnesota Pollution Control Agency, dated November 27,
1974, attached as Appendix 1.

_CITY'S URBAN RENEWAL PLAN

The City established a Housing and Redevelopment Authority in 1970, to address
low-income housing needs and consider redevelcpment of property as appropriate.

In 1972, the City completed its application for a federal Heighborhood Develop-
ment Program (NDP) which inciudes an Urban Renewal Plan and Financial Plan for
elimination of blighting influences caused by the Reilly Tar and Chemical
Company.

500352326



STORM SEWER SYSTEM
BACKGROUND

One of the major problems with the former Republic Crecsote operation was

surface water pollution. All wastes from the plant were deposited on the

surface which accumulated in ponds and for many years' flowed to Minnehaha

Creek. This problem of surface water pollution was recognized as a factor
which required special design treatment for a storm sewer system.

In 1972, the City retained the consulting firm of Orr-Schelen-Mayeron to
design the storm sewer system for the area. Working with the staffs of

the City, Peollution Control Agency, and Health Department, the consultant
developed a storm sewer design which was directed toward minimizing storm
water pollution. The design which developed utilized several unique features
approved by the P.C.A.

The P.C.A. Board also ruled that the storm sewer discharge from this area
was a point source of pollution. As a result, a Naticnal Pollutant Discharge
Elimination System (NPDES) Permit was required prior to discharge into

" Minnehaha Creek. 'The storm sewer design was reviewed and approved by the

P.C.A. and a NPDES Permit was issued. (Permit No. 004548%9)., This permit
set forth the design requirements, effluent limitations, and a monitoring
program for measuring the storm water discharges, Variocus chemical and
physical parameters were set forth in the permit which could not be exceeded.
Parameters such as oil and grease, phencls, gquinone, chlorine, heavy metals,
benzo-&-pyrene, chryseng suspended solids, turbidity, etc. are now routinely
monitored in order to be in c¢compliance with the permit.

SYSTEM COMPONENTS

The storm sewer system was completed during the spring of 1976. The entire
drainage area served is 300 acres with 80 acres in the Oak Park Village site.
The site is served by a major trunk line located in the center; lying in

a north/south direction. As the various parcels are developed, storm sewer
laterals from these parcels would be connected to the trunk line. All

of the storm water is discharged into Minnehaha Creek by means of a pump
station.

The storm sewer system has several features which minimize the intrusion of
pollutants and provides treatment should they be present. These features are
summarized as follows:

.. 1. Two large storm sewer holding ponds were constructed to provide for
settlement of suspended solids and aeration treatment. One pond is located
on the Oak Park Village site and the other is located south of Highway 7.
These ponds are completely lined with polyethylene in order to prevent the
interchange of groundwater and storm water.
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2. A treatment plant was ceonstructed which treats the storm water with
sodium hypochlorite and chlorine. These chemicals would oxidize any organic
chemicals which might exist. 1In addition, a dechlorinizer is added prior
to discharge into the Creek. )

3. All the storm water pipes are specially sealed to prevent the
intrusion of grocundwater.

4. All of the contaminated soils excavated from the ponds were land
farmed in the drainage area. This is a treatment process which breaks down
the crganic materials through a chemical (fertilizers) and biological
(plantings) process. '

This storm sewer system was constructed at a cost of $1,800,000 with $800, 000
directly attributed to pollution control measures.

Test Results

SERCO Laboratories are now providing testing of the storm water discharges
at various points in the system. This is done as part of the monitoring
program for the NPDES Permit. All of the tests indicate that the storm
water meets all NPDES chemical and physical standards prior to treatment.

Appendix 2 contains:

1) Monitoring stations for storm water
2) NPDES discharge standards (Permit No. 0045489)
3) SERCO Laboratory test results

50052998
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REILLY SITE STUDY PLANNING MEETING 9/9/9’

'.Present and discuss findings on chemical composition of ﬂer‘ surface
samoles taken 6/31/91
* Metnoaoiogies for extraction and analysis of PAH'S have ‘oeen cahpratea
*Sampies show that mounded are2 f.omamc significant concentrations of
creosote related organics
*Stugy will focus on PAR'3

2 Discuss and pian secong prase of samplmg program, using MPCA rig.
Obiectives:
a) Obtain vertical profile sampies from 5everal locations on the site.

0) Determine whether thin wail (Shelby) tubes can be used to obtain cores of
-und‘sturbed soil.
> Determine moisture content ang approximate depth of water table,

i Analvze 5011 samples to getermine physicai properties and chemical
zontent,

This type of -data 15 neede 1o quide the S\Jbsequent drilling operattons
aimed at obtaining intact cores

g Determine spectfic site locations for drmng.

*Mounded area

*Bog area north of highway 7

* Runoff area south of nighway 7 .

4 Limitations
Maximum number of Dorings that MPCA can do?
Maximum number of =amples to be tested ?



FENCE ON WESTERN BOUNDERY

MOUNDED AREA ON REWLY SITE

( NOT TO SCALE)
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Major PAH Analysis of Soils from 3 Reilly Sites (_Correcled Yalues)

Exiraction Method:

- Surrngate:

GC Anal

ysis:

Column:

"Quick DCM Extraction
2-Fluorobiphenyl :
Hewlett Packard HP -5, G.2mm i.d., 0.330m capillary column

Carrier gas: Hydrogen, 2 ml/min.
Makeup gas:  Nitrogen, 35 mi/min.

Detectar: FID

Injection: 1 pL splitless, autosampler

Program: 40°C, 4 min., 10°C/min., 300°C 20 min.
. In| __NAP ___ACN ___ACE __ FLU PHE ___ANT ___FLA __ PYR = CHR _ BAA|
| 20i 33.01 521 " 267.18  S9681 141853 1698.05 156627 114436 32620 - 364.66]
P31 30.37 5.09 145.71 23129 665.16 77479 61043 48982 166.99  155.40]
| 40.5| 2988 5.34 70.86 8767 20920  385.09 35479 29528 17610 137.30]
| 48 | 773 2.64 20.06 28.83 97.30 12012 127.36 11650 £9.26 58.16 |
|_57.5| 656 399 5331 67.73 22730 21436 18632 _ 15012 9190  §7.05
Site ® 2 _ — . . e
| In.|___NAP  ACN _ACE _ FLU __ PHE __ ANT ___FLA  PYR _ CHR_ ___ BAA!
__30] 503 319 196 190 1344 270 3233 3362 120258 791!
Site #3 o . e L o
| In.|__ NAP ACN ACE FLU PHE ANT _ FLA PYR  CHR " BAA|
| 39 46190 11098 3210265 20368 463906 717402 554340 4078.18 207.42 127436
i 44| 46,75 485 180.68 13258 ° 357.24  3B6.16 42644  404.05 74.97 146 .63 |
| 50| 14.11 227 32.45 6264 16540 26368  176.44 138.04 24282 55.77|
|__ &1 2736 552 17675 22061 _ 603.01 41092 63295  528.71 _ 226.931 .

M;/"-j

*Concentrations in mg/kg so1l

NAP
ACE
PHE
FLA
~ CHR

Naphthalene

‘Acenaphthene

Phenanthrene

. Flunranthene

Chryseng

ACN  Acenaphithylene

FLYU Fluorene

ANT Anthracene

PYR Pyrene

BAA Benzo{a)anthracens
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N
i
|
1
3

GC Analysis: Lolumn Hewlett Packard HP-S, 0.2mm i.d., 0.33um capill: 3ry coluimn
Carrier gas: Hydrogen, 2 m1/min.
Makeup gas:  Nitrogen, 35 m1/min.
Detector: FID
Injection: 1 uL splitless, autosampler
Program: 40°C, 4 min., 10°C/min., 300°C 20 min.
[ dn.l ___NAP ACN = ACE _El-l!_ S PHE . .. ANT FLA L’XE.,_W.... C"R BA_A_! '
| 20| 269 0.43 21.78 464 11561 38.39 127 65 33.27 26.59 29.72|
1 31 2.48 0.42 11.88 18.85 54.21 62.15 4375 39.92 13.61 12.67]
i 40.5] 2.44 0.44 5.78 7.15 17.05 31.39 26.92 24.07 1452 11.191
I 48] 0.63 0.22 1.64 2.35 7.93 9.79 10.38 9.50 565 474!
| 575l 084 033 435 552 1853 1752 1519 1224 749 _  465]
e e - e e et e e et
I_n;l_~ NAP ACN ACE __FLU PHE ANT  FLA WW___E!B__W_A CHR . BAA;
- 30§ 0.41 0.26 016016 110 022 264 274 9601 065
i n. F NAP ACN ... ACE  FLU PHEﬁ _ANT F!A I ,_'?YB__,_ , C“R ____BAA/
39 37 65 Q.05 252,87 2394 37616 S8468  451.79 332.37 16.91 103.86 |
44 Z81 Q.40 14.73 10.81 26012 21 .64 34.76 32.93 €.11 C11.95]
50 1.15 0.19 265 5.1 12.48 Z1.49 14.38 11.25 19.79 455]
.61 223 045 1441 ,_“_'29_6,--,._ VAR 3349 Slsh 4309 L 1850
*Cancentrations in mg/kg sail
NAP HNaphthalene ACN  Acenaphihylene
ACE Acenaphthene FLU Fluorene
PHE Phenanthrene ANT Anthracene
FLA Fluoranthene PYR Pyrene
CHR Chrysene BAA Benzofajanthracens

Major PAH Analysis of Soils from \3 Reilly Sites

Extraction Method:

Surr ogate:

2-Fluorobiphenyl

Quick DCM Extraction




[DRAFT]

R

Comparison of Soxhlet Extraction and Quick DCM Extraction Methods

Site # 1, 57.5 inches below grade:

| _Extraction) NAP _ ACN ___ACE __ FLU _ PHE _ANT ~ FLA__ PYR _ CHR _ BAA|
i Soxhlet|  ©.00 390 5690 7670 20800 31580 185.90 147.10 56,10 33.10
| apcM|  0.54 0.33 435 552 1853 1752 1519 1224 7.43 465 i
| ' !
|_Soxhlet/QDCM | 1111 1182 1308 1389 1123 180z 1224 1202 743  7.12]

*Cancentrations in mg<kq soil

Soxhlet: Soxhlet Extraction, EPA Methad 3540
QDCM: Quick Dichioromethane Extraclion

NAP HNaphthalene

ACN Acenaphthylene
ACE Acenaphthene

FLU Fluorene

PHE Phenanthrene

ANT Anthracene

FLA Fluaranthene

PYR Pyrene

CHR Chrysene

BAA Benzo{alanthracene
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Reilly Site #1

Maphthalene
| ! t | i i }

Inches

1 1 i | | I T
0 5 10 15 20 2% 30 35
mg Naphthalene / kg Soil

Acenaphthene
I S IS B N

Inches

1 | 1 !
100 150 200 250 300
mg Acenaphthene / kg Soil

O 50

| nches

Acenaphthylene
i i ! 1 ]

T T T 1 T
1 2 3 4 5 6

mg Acenaphthylene / kg Sotl
Fluorene

T T T T 1
100 200 300 400 500 600
ma Fiuorene / kg Soil



Reilly Site #1

Anthracene
1

Phenanthrene
] o | I

£ 2
e p
— r_ — |
b i I T |
0 500 1000 1500 0 00 1000 1500 2000
mg Phenanthrene / kg Soil mg Anthraceng / kg Soil
Fluoranthene Pyrene
1 | { il 1 ! ] i
n N
2 2
g 2
! | [ ! I 1 | o 1 I 1 I 1
0 400 800 1200 1600 0 400 800 1200

mg Fluoranthene / kg Soil mg Fyrene / kg Sol



Reilly S1te #1

Chrysene - Benzo(a)anthracene
¢ ! J 1 1 1 i |

] I T 1 [ T T 1 1 1 f 1] 't I i
0 50 100 150 200 250 300 350 0 100 200 300 400
mg Chrysene / kg Soil mg Benzo( a)anthracene / kg Soil
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Reilly Site #3

Maphthalene Acenaphthy}ene
| | i i { N 1

{ L

{ !

L3

49 |

Inc hes
!
i
Inches

61 61
1 I t { I | 1 I o {
¢ 100 200 300 400 500 O 20 40 60 80 100 120
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Reilly Site #3

Phenanthrene
I3 {

Anthracene

| } i 1 | . { I |
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Reilly Site #3

Chrysene Eenzo(a)anthracene
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File Mernorandurr on Beilly Site Sampling, October 9, 1991
Prepared by Le T, Thal

Dabe: Coiober 30, 19491

The pupoeses of the pradrilling excursion onUciober 9, 1991, were: (1t
ir‘n*.-;-.ezs:tigate the possible presence and extent of debris on hound Peilly, as the debris, £t
donzg exizt, would have o be avoided during future drilling for core satmples; and (21to
[oeske sites with high enough kevels of contamination for worthwhile drilling of core
sarmphes.

Thres sites were chosen during this predrilling rip to be investigaled as possible
hlihnq sites. The first was on Mound Feilly, the second onthe flat area betvesn Mound
Reilly and the pond, and the third was south of Walker Sreet and north of Highway 7.
The drilling was done by a MPCA drill rig ',nth a hollow stem auger. Bebereen drillings af
diferent sites, the auger was cleaned with a salution of phosphate detergent and water.

The first drill site was on Mﬁun-:i Feilly (all drill sibes are showh on the accomp-
anving rrapd. The depdh profile s as foliows:

- Thie fop fock beneath the grass was made up of fine tan clay

- The next Tto 8 feet (2. o depth of 8 1o 8 feet below ground) consisted of black
rrediun o coarse sand

- From depth of around 9 to depth of 14 feel, the soil graded inte a medium to

fins-grained black clay (fill)

Sharting ata depth of about 14 feet, there were cearse small stones mixed in
with the biack fill. This mixture extended down to a depth of 16 fect whers we

encountered aboult 5 feet of caarse to medium grained fill mixed with fine silty

-T.'n
v



- Coarse alluvium of pea sized to 1- mr*h diameter stones infine o medium black
sand made up the rect of the drill depth. Drilling was stopped atthe 29-foot
depth where the ambientair concenration of volatile organics was 19 ppm.

Aftar boring and sampling were completed, the hole (here as atthe other beo
sites, also) was filled with cuttings mixed with bentonite.

Al geveral depths, OWhir ::adingé were faken. Ovireadings are measures of
volafile organics concentration in the soil. Atthis site, volatile organics concentration
increazed bo a peak of 84 ppm aba depth of arcund 8 feel, decreased to S5 ppmat 14
peet, and increased again to a maximum reading of 125 ppm around the 29-foot depth
where drilling was stopped.

Atalithree sites, soil samples were taken at several depths. Duplicats samples
were baken from the material brought up by the auger drills after 5tf:-ppi ng the auger at
cettain depths. These samples, which were stored in 8-ounce size glass confainers with
aluminum foil-lined screw caps, were ransported [o the laboratory inan ice chest and
then stored in a constant temperature room setat 4°C. The samples were labeled

cording to thelir respective sites and depths. Th soil samples will be analyzed for
Identification of contarninants and these analyses will help defermine the depths af
which core samples will b taken,

At Site 1 duplicats soil samples were taken at approdtimately every five-foot
intervat during the drilling, starting at the 4-foct depth, and ending atthe 28-foct depth. In

addition, dl_xpfi.::a.t: samples ware taken at the 25-mot depth after the augser was pulled

The second drill site is located on the area belween Mound Reilly and the r-und
{see accompanying mapl. The depth profile is as follows:
- Dark organic fill mads up the first 2 feet (lopsoil)
- Below the fop 2 feet, the soil changed to a tan, medium to coarse-grained sand

mieed weith gravel down to a depth of 19 feelwhers drilling vas stopped.



Asab Sie 1, Uvhdres :dmg veere faken at ;e,' Idepihs. Abthis sibe, however,
the reas ima;‘; et much lower rh'm atb Site 1, with a reading of 0.4 ppm inthe top sall,
increasing to a peak of 2 ppmatthe 10-foot depth, and leveling outagainto 1 ppmatthe
15-foot depth.

Duplicaks soll samples were laken at depths or 4, 9, and 14 fest. Also, samples
weere faken abthe 18-foc rl‘(h—-t G h afer rhu alger was t‘lll':—-ri aul of the nmunci after drilhn-

5t 3 is located south of Walker Street, and north of Highway 7. This site, which

L "l
(..-..'

was mainiy peal, was highly contaminated. OV readings were 90 pom atthe 8-foot
depth, and 137 ppm althe S-foot depth. Duplicate samples were takenat 25,4, and 8
feet.

Az mentioned above, allthe soil sarmples will be analyzed (by Soxhiet extraction
and gas ct'uroma.tr..vgrta,phyj for identification of contaminants. From the drilling, it canbe
cohcluded there are sites for core samplings, narnely, the site south of Walker Sirgeland
the site on Mound Beilly. The chemical analyses of the samples cbtained atthese sites
will helo detenming abwhich depths core samples will be taken during the next drilling

Irip.
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Slurry Type Bench-Scale Biodegradation Study
Prepared by Jian-Shin Chen
Date . November 12, 1991

Slurry type biodegradation involves the treatment of
contaminated soil materials in a contained system. The rate and

“extent of biodegradation is more manageable and predictable within

contained system than other biotreatment process. This is due to a
variety of factors including the following: (1) mixing and intimate
contact of microcorganisms with contaminated soil and (2)
maintenance of optimum conditions {pH, dissolved oxygen, nutrients,
substrate bioavailability, etc.) for biodegradation process. Slurry
type experiment therefore offer special advantages for the
investigation of contaminated soil.

The objective of this study is to investigate, at the bench-
scale level, the potential of iong-term biodegradation of

. contaminants in selected soil samples from Reilly Tar Site. Tests

will be carried out without addition of inoculum and after addition
of laboratory prepared enrichment cultures. It is important to
understand the biodegradation potential of local microorganism
before introducing any foreign microbes. The measurement of
oxygen utilization in a modified BOD test is a simple and sensitive
method for evaluating both the biodegradability of a substrate and
the ability of a particular microbial population to metabolize a
substrate. Hach Manometric BOD Apparatus will be used to monitor
oxygen utilization. The rate and extent of biodegradation of soluble
PAHs in the water phase will also be monitored. Removal of
poliutants from contaminated soil will be determined by taking soil
samples periodically.

The data will be analyzed using monod growth rate functions
that correlate the rate of microbial growth, utilization of oxygen,
and disappearance of organic chemical.



Soil sample. On October 9, 1991, subsurface soil samples
were collected from the Reilly Tar Site. Sampling locations and
procedures are described in a 10/30/91 memo by Le Thai. Three
sites were chosen during this predrilling trip and soil samples from
two sites were used in this experiment. One sample was collected
at depth about 13-14 feet from the site on Mound Reilly. This soil
~graded into a medium to fine-grained black clay (fill} with an OVM
reading of 55 ppm. OVM readings are measures of volatile organics
concentration in the soil. The second soil sample was collected
from the flat area between Mound Reilly and the pond at a depth of 9
feet with an OVM reading of about 2 ppm and contained mixture of
medium to coarse-grained sand and gravel.

Laboratory enrichment culture. The culture was enriched
from the soil from Bemidji Oil Spill Site in Minnesota. . Kauser Jahan
developed this mixed culture to biodegrade phenanthrene under
controlled condition.

Experimental design. Bench-scale biotreatability study
were conducted using Hach Manometric BOD Apparatus. A measured
sample of both contaminated soil and buffer medium are placed into
the BOD bottles and the each'bottle is connected to a closed end
mercury manometer.

Four 1-g soil samples from each location were placed into
individual bottles for a total of eight samples. Four treatment were
established for soil samples from different locations : (1) no
inoculation, (2) no inoculation but with addition of 0.2% of sodium
~azide, (3) inoculated and (4) inoculated with addition of 0.2 %
sodium azide. At the time of loading, 270 mL of buffer medium
(5000 mg/L NaNOQOs3; 650 mg/L K2HPO4; 170 mg/L KH2PO4; 100 mg/L
MgSQ04.7H20; 27.5 mg/L CaCl2.2H20; 0.25 mg/L FeSO4; pH adjusted to
7.1) and 30 mL of cell solution were added to the bottles with
inoculation treatment and 300 mL buffer medium was added to
bottles without inoculation treatment. The appropriate amount of
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dry sodium azide was added to bottles with (2) and (4) treatments.
The air space above the solution was initially filled with air which
contains 21% oxygen. Over a period of time, either local or added
bacteria in the bottle utilized oxygen to oxidize organic compounds
present in the soil sample. The air in the closed sample bottle is
replenished periodically as oxygen removal results in a drop in air
pressure in the sample bottle. The pressure drop is registered on
the mercury manometer which can be read directly as ppm BOD. The
sample is continually agitated during the test period by a magnetic
stirring bar which is rotated by means of a pulley system connected
to an external motor. An open cup placed in the bottle containing
lithium hydroxide absorbs carbon dioxide produced by the oxidation
of organic compounds. The air is flushed and replaced periodically
and reading of the manometer was taken before aeration. Oxygen
utilization is read from the manometer periodidally.

Bottles were sampled following every aeration of batch
culture operation. Samples were obtained by manually removing 5
mL of medium from each bottle with a clean, sterile glass pipet.
Duplicate 2.5-mL samples of medium from each bottle were used to
perform a liquid extraction and GC analysis.

The tests were started on October 30, 1991 and are continuing.





